
3GPP TSG-SA1 #43 






















S1-084230
Miami, FL. 17-21 November 2008

Title:

Manual CSG Selection across PLMNS

Source:
Qualcomm Europe
Contact:
Gavin Horn
*********** start of text proposal *****************

7.1.4
Manual CSG Identity selection

The user shall be able to request the UE to perform a scan for available CSG Identities. When such request is received the UE shall display the CSG identity or, if available, the HNB Name of  the available CSG cells (one entry for each group of CSG cells with the same CSG identity). An indication shall be given to the user as to which of the CSG identities are contained in the CSG white list. The available CSG identities shall be displayed in the following order:

- 
The CSG identity or, if available, the HNB Name, of the CSG identities that are contained in the white list.

- 
Any other CSG identity and the HNB Name not included in the CSG white list.

When the user selects an entry in the list, the UE shall reselect any of the available CSG cells with the CSG identity chosen by the user.

The user may manually select a CSG cell in a PLMN that is different from the current PLMN.
-
The UE shall not display a PLMN for which there is no CSG cell available for selection.
-
The UE shall display a list of available CSG cells to the user for selection.
Note: 
The specific requirements with regard to how the CSG and PLMN list are displayed to the user are FFS.
After a user manually selects a CSG cell in a PLMN that is different from the current camped PLMN.
-
As long as it is in coverage, the UE should camp on the manually selected CSG cell as if a manual PLMN selection was performed.

-
When it moves out of the coverage of the CSG, the UE shall return to its previous PLMN selection mode.
-
In manual PLMN selection mode, the UE shall try to return to the last PLMN selected before manual CSG selection occurred.
