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#####First change#####
5.3
Requirements for Interworking with Data Application Providers

The Evolved Packet System shall support the following interworking scenarios between a mobile operator and data application providers: 

-
Scenario #1: access/IP connectivity and non-IMS/non-OSA based data applications provided by the same mobile operator (with or without Content Delivery Network)
-
Scenario #2: collaboration between mobile operator (with or without Content Delivery Network) providing access/IP connectivity and non-IMS/non-OSA based data applications provided by 3rd party providers
The Evolved Packet System shall support both scenarios in non-roaming and roaming configurations.

The Evolved Packet System shall support both scenarios for home routed and local breakout roaming traffic. 

For scenario#2, the Evolved Packet System shall enable 3rd party data applications to rely on security derived from the security provided by the operator. 

For scenario#2, the Evolved Packet System shall support authorization and allocation of resources on 3GPP accesses for 3rd party data applications.

The Evolved Packet System shall support policy control interactions between a mobile operator and data applications for both scenarios triggered by application layer signalling or by user plane traffic.
For the scenarios where the mobile operators own the Content Delivery Network the Evolved Packet System shall:

· Support the network initiated requests for prioritised traffic handling.
· Apply additional control / coordination of resource management and content adaptation. 
The Evolved Packet System shall support online and offline charging models (e.g., user pays, application provider pays, etc.) for both scenarios.
#####End of change#####
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