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Introduction
Traditional SSO techniques, such as the OpenID protocol, require the user to have to register his/her identity and his credentials with the SSO service provider, recognize (often visually) what kind of SSO method (e.g. OpenID, Liberty Alliance, etc) is supported by a particular web service provider (RP) and manually authenticate him/herself to the IdP whenever he/she needs to access a service provided by a RP. It would be much more convenient if a UE can perform certain tasks, such as detection of redirection and supply of user credentials and/or tokens on behalf of the user and without requiring the user to be involved in these tasks. 

We describe a corresponding new use case and derive several requirements to be included in Section 4 of TR 22.895. 
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************* Begin Changes ******************
4.X 
Use case V: Seamless Service Detection, Redirection and Supply of Credentials by a UE

4.X.1 Pre-conditions

The following pre-conditions apply to this use case:
1. A user has previously registered his SSO identifier(s) with appropriate identity service provider(s) (IdP(s)). 

NOTE: There may be multiple SSO methods and IdP providers supported by the UE (e.g. OpenID, Liberty Alliance, etc). 

2. The user has registered with the IdP(s) and stored his SSO credentials (e.g. identity and password) in the UE.

4.X.2 Service Flows


Current SSO services require the user to view a screen and recognize when credentials are being sought and supply manually the credentials upon request. In order for the user to avoid having to recognize and entering his/her credentials manually, possibly having to repeat this process for each and every service, the process needs to be automated by the UE.
4.X.3 Requirements

1. The UE is required to automatically detect a request for credentials from the third party service provider and SSO provider, possibly requiring this action for several service providers, and supply the credentials automatically without user intervention.
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 
************* End Changes ******************
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