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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

There are currently unprecedented demands within the telecommunications industry for E.164 MSISDNs resources and these demands are expected to accelerate in the years to come. Accordingly, some Member States and their national regulatory authorities have expressed concerns over the numbering requirements of new services involving Machine Type Communications (MTC) services and their expected rapid growth. 

MTC demand is forecast to grow from 50M connections to over 200M by 2013. A large number of these services are currently deployed over circuit-switched GSM architectures and therefore require E.164 MSISDNs although such services do not require 'dialable' numbers, and generally do not communicate with each other by human interaction.

Without technical alternative to using public numbering resources as addresses, and considering the current forecasts and pending applications for numbers made to numbering plan administration agencies, there is a significant risk that some national numbering/dialling plans will run out of numbers in the near future, which would impact not only these MTC services but also the GSM/UMTS service providers in general.

In the United States, Geographic numbers are in short supply, especially in certain rate-centers. As the rate of current demand, geographic numbers could be forced to move to 12+ digit numbers by 2020 at a cost of over $100B in US alone.

1
Scope

This document seeks to study and highlight the challenge of deploying and proposes that 3GPP develop an alternative to using public numbering resources for MTC communications.

Different alternative solutions for short, midterm and long term are proposed:

1.1
Short term

The use of the numbering formats that exist for interpersonal services (e.g. mobile services) also for M2M communication is possible in the very short term.
1.2
Midterm

An interim solution for number shortage is to define M2M dedicated ranges that are spare today (and not assigned) with the maximum length permitted by Recommendation E.164 (i.e. 15 digits).
Normally this solution does not need any action from Standards (3GPP, TISPAN)  but an action may be needed for SA1 for double check whether there is no specification needed as this solution will probably chosen by many European countries.

1.3
Long term

A long term solution for E.164 number shortage for M2M is to only use of IPV6 addressing (or/and SIP URIs when relevant/possible) when no numbers are needed. This solution requires a packet switched network and may need an upgrade of mobile operators’ networks. Such solution may also not be possible for all M2M services and would depend on the use case. This long term solution will need actions in 3GPP standards.

There is a need for numbers/identifiers (e.g. SIP URIs) for MTC Device- MTC Device communications or other cases where there is Mobile Terminated communication to MTC Devices. When this document refers to SIP URI, in the context of an MSISDN shortage study, it is understood that these URIs are email-like alphanumerical addresses (bob@domain) and not sip:<MSISDN>@domain e.g. +123456789@domain, which are regularly used (if not exclusively used today) in IMS networks but introduce a dependency between the URI and the MSISDN.
As a long-term strategic solution, IPv6-addresses with corresponding identifiers (e.g., SIP-addresses, URIs/URLs) not derived from E.164 phone numbers may be used when MTC services are invoked from/to the network.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 41.001: "GSM Release specifications".

[3]
3GPP TR 21 912 (V3.1.0): "Example 2, using fixed text".

…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

It is preferred that the reference to 21.905 be the first in the list.

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

MTC Device: A MTC Device is a UE equipped for Machine Type Communication, which communicates through a PLMN with MTC Server(s) and/or other MTC Device(s). 

NOTE: 
A MTC Device might also communicate locally (wirelessly, possibly through a PAN, or hardwired) with other entities which provide the MTC Device “raw data” for processing and communication to the MTC Server(s) and/or other MTC Device(s). Local communication between MTC Device(s) and other entities is out of scope of this technical specification. 

MTC Server: A MTC Server is a server, which communicates to the PLMN itself, and to MTC Devices through the PLMN. The MTC Server also has an interface which can be accessed by the MTC User. The MTC Server performs services for the MTC User.
MTC User: A MTC User uses the service provided by the MTC Server. 

MTC Subscriber: A MTC Subscriber is a subscriber, i.e. a legal entity having a contractual relationship with the network operator to provide service to one or more MTC Devices. 
NOTE: 
Typically a M2M service provider is the party holding subscriptions in order to provide connectivity between MTC Devices and the MTC Server. In practise certain roles can collapse, e.g. the network operator acts as the same time as Service Provider.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

NIMTC
Network Improvements for Machine Type Communications

MNO
Mobile Network Operator

MTC
Machine-Type Communications

4
Use cases

4.1
Use case 1 (Wireless Vending Machines)
4.1.1
Short Description

The Snack Company owns 100,000 snack vending machines in the Tri-City area. Each machine is connected to Snack’s central network via a wireless connection and sends a report of sales every hour. These scheduled reports are staggered so they don’t collide within Snack’s systems. These reports are short bursts of no more than a few hundred bytes of data, and typically take less than 3 seconds to transmit. On occasion, Snack’s network will contact a machine by sending it an SMS, to which the machine sends a response.

Snack would like to add another 250,000 machines across the state, but their wireless service providers cannot provide enough MSISDNs. One provider, however, has implemented SIP capability, and makes available radio modules that use all-IP connections over the radio network. The main benefits to this new service is that each machine is assigned a SIP URI rather than a MSISDN (an alphanumerical  SIP URI that doesn’t encapsulate a phone number), and that the carrier expects network loads and costs to decrease by going with all-IP traffic. The carrier’s network can easily handle the traffic load from 350,000 vending machines.

The carrier has assigned Snack its own domain, vending. snack.com, so Snack can assign its own names to the machines. Snack has chosen to use its internal asset numbers for machine names to simplify the mapping from their asset management system to the messaging interface provided by the carrier. Messages are generated by Snack’s system and sent via the Internet to a web service provided by the carrier. The carrier then delivers the messages to the machines using SMS over IP. The machine modules are pre-configured to send scheduled reports to a web service provided by the carrier that transmits them to Snack’s network. All messages are encrypted in transit.
Because the carrier was able to “recover” 100,000 previously issued MSISDNs, it was able to expand its coverage to wireless service consumers, generating much greater margins in the process.
4.1.2
Actors

· Snack Company

· Their wireless carrier

4.1.3
Pre-Conditions

· The carrier has available to it IP-ready radio modules

· The carrier’s network can support SIP or IMS, and is able to map a SIP URI to an IMSI or IMPI in its HLR or HSS node. The carrier can support SIP URIs with a domain name of Snack.
· The carrier has a messaging gateway, maybe not much more than a web service

· The radio modules are capable of establishing an IP connection in response to a page over the paging channel

4.1.4
Post-Conditions

· Vending machines transmit sales and trouble reports according to the schedule

· Snack’s network receives and processes the reports

· The carrier’s network supports the traffic load

· Machines are reachable via their SIP URI and the carrier’s message gateway

· The carrier’s experience allows it to lower the price charged to Snack by 25%
4.1.5
Normal Flow

In the course of normal operations, there are three main events for a given vending machine:

1. When it first powers up and registers with the network

2. When it generates and sends a report to the network

3. When the Snack network sends a message to the machine

Each of these events is comprised of a sequence of smaller steps.

Registration:

1. The machine powers up

2. The radio module registers through the GSM network in the normal way

3. The radio module registers with the SIP server on the carrier’s network. This sets up the mapping between the SIP URI in the HSS and the newly assigned IP address 
Note: this would normally require a MSISDN+IMSI (IMSI for authentication and MSISDN generally required in all back-office IT/IS).
Remote-originated messages:

4. The machine “wakes up” on schedule and establishes a SIP session with the SIP server

5. The machine generates a report as a short message then transmits that to the SIP server as a message payload. If the message is more than 1500 bytes, then two messages are sent.

6. The SIP server acknowledges receipt of the message

7. The machine terminates the SIP session

8. The machine goes back to “sleep”

Remote-terminated messages:

9. The Snack network generates a message addressed to a specific SIP URI

10. Snack sends the message to the carrier’s message gateway

11. The carrier’s HSS contains the mapping of SIP URI to IMSI or IMPI, and to the currently assigned IP address

12. The carrier pages the machine over the paging channel using the IMSI or IMPI

13. The machine responds by establishing a SIP session with the SIP server

14. The carrier delivers the message to the machine as a message payload

15. The machine responds

16. The machine terminates the SIP session

17. The machine goes back to “sleep”

4.1.6
Alternative Flows

The messaging interface also allows the machine to send trouble reports that go directly into Snack’s trouble ticketing system. These messages are generated by on-board logic in the machine and sent to a different web service. The steps required to do this are the same as for remote-originated messages described above.
4.1.7
Exceptions

Due to the standard nature of the communications, the main exceptions occur when a message cannot be delivered for some reason. The most common reason, based on early experience, is that the web service Acme occasionally goes down. This is a result of the way Snack’s services are configured and not related to SIP or the carrier’s network. When this happens, the web services on the carrier’s network queue the messages and deliver them in the order they were received when Snack’s services come back online. The carrier has implemented Web Services  messaging and security practices.

4.2
Use case 2 (Smart Bridges and Tunnels)
4.2.1
Short Description

The State of California would like to install up to 150,000 sensors on the Golden Gate Bridge to monitor structural elements by measuring displacement, temperature, humidity, and magnetic or ultrasonic resonance. These measures are used to detect structural deficiencies in the bridge that require attention, perhaps immediate attention. Each sensor takes measurements on a periodic basis, “wakes up,” and transmits a short burst of data of less than a few hundred bytes to the state’s central system where it is analyzed. On occasion, the state’s system will contact a sensor by sending it an SMS, to which the machine sends a response. Most often, this is a result of the system needing more information based on the report of another sensor nearby. The sensors use an IP data connection.

Due to the expense and time required to install wire-based connections and the advancements in battery technology, the state wants to use wireless network. To avoid having to buy, install, and run its own radio network, the state decides to use a service provided by a mobile network operator. To preserve the limited supply of MSISDNs in the area, one provider, suggests using a SIP capability and has offered to create a domain specifically for the Golden Gate Bridge, goldengate.bridge.ca.net, allowing the state to assign its own names to the sensors. Messages are generated by the state’s system and sent directly to the SIP URI assigned to a sensor when it was configured via a web service gateway offered by the carrier. The carrier then translates the SIP URI is translated by the carrier into the IP address assigned to the sensor when it first powered up and registered with the network. The sensors are pre-configured to send scheduled reports to a web service provided by the state via the carrier’s messaging gateway. All messages are encrypted in transit.

4.2.2
Actors

· The State of California

· Their wireless network operator

4.2.3
Pre-Conditions

· The carrier’s network can support SIP or IMS, and is able to map a SIP URI to an IMSI or IMPI in its HLR or HSS node. The carrier can support SIP URIs with a domain name of Acme.

· The carrier has a messaging gateway, maybe not much more than a web service

· The radio modules are capable of establishing an IP connection in response to a page over the paging channel

4.2.4
Post-Conditions

· Sensors transmit data and trouble reports according to the schedule

· The state’s network receives and processes the reports

· The carrier’s network supports the traffic load

· Sensors are reachable via their SIP URI and the carrier’s message gateway

4.2.5
Normal Flow

In the course of normal operations, there are three main events for a given sensor:

1. When it first powers up and registers with the network

2. When it generates and sends a report to the network

3. When the state’s network sends a message to the sensor

Each of these events is comprised of a sequence of smaller steps.

Registration:

18. The sensor powers up

19. The radio module registers through the GSM network in the normal way

20. The radio module registers with the SIP server on the carrier’s network. This sets up the mapping between the SIP URI in the HSS and the newly assigned IP address

Remote-originated messages:

21. The sensor “wakes up” on schedule and establishes a SIP session with the SIP server

22. The sensor generates a report as a short message then transmits that to the SIP server as a message payload. If the message is more than 1500 bytes, then two messages are sent.

23. The SIP server acknowledges receipt of the message

24. The sensor terminates the SIP session

25. The sensor goes back to “sleep”

Remote-terminated messages:

26. The state’s network generates a message addressed to a specific SIP URI

27. The state sends the message to the carrier’s message gateway

28. The carrier’s HSS contains the mapping of SIP URI to IMSI or IMPI, and to the currently assigned IP address

29. The carrier pages the sensor over the paging channel using the IMSI or IMPI

30. The sensor responds by establishing a SIP session with the SIP server

31. The carrier delivers the message to the sensor as a message payload

32. The sensor responds

33. The sensor terminates the SIP session

34. The sensor goes back to “sleep”

4.2.6
Alternative Flows

The messaging interface also allows the sensor to send trouble reports that go directly into the state’s trouble ticketing system. These messages are generated by on-board logic in the sensor and sent to a different web service. The steps required to do this are the same as for remote-originated messages described above.

4.2.7
Exceptions

Due to the standard nature of the communications, the main exceptions occur when a message cannot be delivered for some reason. The most common reason, based on early experience, is that the web service the state uses occasionally goes down. This is a result of the way the state’s services are configured and not related to SIP or the carrier’s network. When this happens, the web services on the carrier’s network queue the messages and deliver them in the order they were received when the state’s services come back online. The carrier has implemented Web Services messaging and security practices.


4.3
Use case 3
 Implantable Defibrillators

4.3.1
Short Description

Acme Medical Devices has introduced an implantable defibrillator that makes use the GSM network to provide 24 hour access to patient status. These devices are expensive and are reserved for patients with very serious heart rhythm issues or patients who have received a heart transplant. Existing implantable defibrillators require an external transceiver that connects to a wired phone line. By embedding the mobile capability in the device, the expense and inconvenience of the external transceiver is removed. The resulting devices are less expensive and allow the patient more latitude for travel and moving around. Like existing devices, the lithium-ion batteries are charged by induction so no physical contact with the device is required or desired.

The company estimates that 1-2 million devices will eventually be operating within North America, with the potential for as many in Europe.

Regional and national wireless carriers have balked at allowing these devices to connect to their networks. The problem, they say, is that the target markets for these devices are highly concentrated and would strain the numbering resources in a few communities. Roaming is an issue but could be handled with existing business agreements.

A consortium of carriers has proposed adopting SIP URIs as the primary means to address these devices. Acme would be assigned a domain name, and would be free to assign each device a number or name of its choosing. Acme has agreed to manufacture the devices to assume an IP connection, and Acme’s radio module manufacturers have agreed to create modules that open and IP connection in response to a signal over the paging channel.

Due to the nature of the devices, the UICC functionality will necessarily be embedded in the device. This requires wireless carriers to be able to provision and re-provision these devices as they may have to transition between carriers.

Future versions of the device may be able to capture location information and transmit that along with other medical data to the nearest E911 call center, effectively generating an automatic emergency call.
4.3.2
Actors

· Acme Medical Devices Company

· Radio module manufacturers

· Wireless network operators
4.3.3
Pre-Conditions

· Acme’s suppliers provide IP-ready radio modules

· The carriers’ networks support SIP or IMS and are able to map a SIP URI to an IMSI or IMPI in their HSS or HLR nodes

· The carriers have messaging gateways that allow Acme or doctors to contact specific devices via IM messages or via SIP over IP

· The embedded UICCs are capable of being provisioned over the air

· The embedded UICCs can be ported out from one carrier to another and re-provisioned over the air
4.3.4
Post-Conditions

· Defibrillators can originate and receive messages over an IP connection

· The carriers’ networks support the loads

· Devices are reachable via their SIP URIs and the carrier message gateways

· Patients report increased satisfaction from not having to remain close to home

· The end-to-end system proves more reliable due to the nature of the connections between the old-style devices and the external transceivers.
4.3.5
Normal Flow

In the course of normal operations, there are three main events for a given sensor:

4. When it first powers up and registers with the network

5. When it generates and sends a report to the network

6. When the company’s network sends a message to the sensor

Each of these events is comprised of a sequence of smaller steps.

Registration:

1. The devices are powered up and tested in the operating room before implantation
2. The device powers up
3. The radio module registers through the GSM network in the normal way
4. The radio module registers with the SIP server on the carrier’s network. This sets up the mapping between the SIP URI in the HSS and the newly assigned IP address
Remote-originated messages (Assumes device is registered on the network):

1. The device “wakes up” on schedule and establishes a SIP session with the SIP server

2. The device generates a report as a short message then transmits that to the SIP server as a message payload. If the message is more than 1500 bytes, then two messages are sent.

3. The SIP server acknowledges receipt of the message

4. The device terminates the SIP session

5. The device goes back to “sleep”

Remote-terminated messages:

1. The company’s network generates a message addressed to a specific SIP URI

2. The company sends the message to the carrier’s message gateway

3. The carrier’s HSS contains the mapping of SIP URI to IMSI or IMPI, and to the currently assigned IP address

4. The carrier pages the sensor over the paging channel using the IMSI or IMPI

5. The device responds by establishing a SIP session with the SIP server

6. The carrier delivers the message to the device as a message payload

7. The device responds

8. The device terminates the SIP session

9. The device goes back to “sleep”

4.3.6
Alternative Flows

When a device responds to an event in the patient’s heart, a report is generated an immediately sent to the doctor via the company’s portal. Future versions of the device may use network and/or GPS information to capture location and transmit an emergency call to the nearest E911 call center, either automatically or at the instructions of the patient’s doctor.
4.3.7
Exceptions

The most critical exception occurs when the GSM network is unreachable. The radio modules are built to work on every standard cellular network in either North America or Europe, depending on the model, but there are still areas that do not have access to a network. In those cases, the device will queue up all event reports for transmission when the network is next reachable.
5
High level Service Aspects

5.1
What are the high level requirements for alternatives to E.164 for machine-type communications? 

<editors note>: we need to further clarify the difference between addressing, identification, numbering and routing. 

Any alternative addressing scheme needs to take into account the services provided to the MTC device. There are 3 types of service that need to be considered:

Voice or video (e.g. portal) service 
SMS service
Data service
MTC Applications have long moved away from using CS services in favour of PS service for MTC so only very small percentage of newly deployed solutions will be relying on this CS service. Given this, much less emphasis on solving the MSISDN issue WRT to CS services is required. One of the remaining issues in that respect is that as underlined in the previous section accessing PS service will require authentication to the mobile network which may directly or indirectly (eg in IS systems) MSISDNs.
SMS is still frequently used by even newly deployed MTC applications, however, MTC applications do not require SMS, MTC application only require a mechanism to send MT messages to the UEs. SMS is currently used for that purpose. Some applications however do require MO messages from the UEs. The SMS is sent to trigger the UE to setup a PDP connection to the server or to trigger device management connection. This requires specialize SMS handling in the UE and MTC Server. Always-on PS connections are not used due to; lack of publically routable IPv4 address space,  lack of PS capacity in the CN (e.g. GGSNs), lack of PS only network support and TBD. 

Currently device management (e.g. OMA DM) also uses SMSs for triggering the device to initiate a PDP connection and contact the device management server. If the device was able to maintain an always-on PS connection, the device management could use an IP method e.g. SIP Invite to initiate a device management session which is support by popular DM protocols e.g. OMA DM. 
There are several scalable options for device identification in the PS domain: SIP URI, FQDN, or IPv6.  IPv6 could be used for both device identification and message routing purposes but requires the CN and the MTC Server to support IPv6. Although the deployment of IPv6 in the network is within MNO control, the deployment of IPv6 with an external MTC Server is not so IPv6 is an unlikely solution  given <1% of servers in the world support IPv6 now. SIP URI, FQDN or a proprietary application level ID does not require IPv6 but does require special clients in the UE and possibly additional services in the CN.  
Due to the shortage of publicly routable IPv4 addresses, IPv4 is not a scalable alternative for identification. It can however be used for routing if a NAT is used by the CN. But if a NAT is used, the problem of MT messages needs to be solved without the use of SMS or SIP that requires a MSISDN (some solutions have been identified in TR 23.888 and this is currently a requirement already in TS 22.368).
For MTC devices, the requirements for an alternative addressing scheme are as follows:
<editors note: whether we want to consider circuit switched voice, circuit switched data and SMS in the short term, mid term and long term is FFS>

5.1.1
Large capacity
The addressing scheme will need to cater for at least two orders of magnitude more than needed for human to human communications. The addressing scheme will need to be able to handle a minimum of 50 billion devices.
It should therefore have a large capacity, be flexible and scalable. It should also be capable of uniquely addressing any MTC device globally.
<editor's note: we need to also look at the identification schemes (e.g. IMEI, IMSI) >

5.1.2
Compatibility with existing schemes

Any new addressing scheme will need to be compatible with or at least be capable of working with existing schemes including E.164 and E.212 and also IP addressing for data session services. 

The use of SIP allows MTC devices for any given customer to reside on any operator’s network. DNS routing automatically directs traffic via the correct network. 

IP connections require an open connection between the MTS device and the server. This connection is maintained by the network access hardware, the network adapter in hard-wired device, or the radio in a mobile device. To minimize the power requirements, MTC devices should maintain the connection using network-facing hardware, much like the hardware that today listens for CS signalling..

SIP requires some intelligence to reside on the MTC device, usually in the form of a SIP stack, to allow the device to generate and respond to SIP commands such as REGISTER and INVITE. Given the short bursty nature of MTC traffic, SIP messages could be used to carry the payload data, eliminating the need for a more sophisticated protocol stack that occupies more space.

IPv6-addressing for MTC services diminishes the significant risk that some national numbering and dialling plans will run out of numbers in the near future, especially with the wide introduction MTC services.

A long-term solution that depends on a rapid world-wide grow-curve of MTC service deployment is needed and points towards consideration of IPv6 addressing in combination with identifiers defined after, for instance SIP-addresses, URIs/URLs, as the most feasible strategic solution.

Applying specific MTC solutions utilizing IPv6-addressing and corresponding identifiers in core and radio networks is important to properly cover the large capacity of MTC devices deployment expected by year 2013 and extending over and beyond the next two decades.

5.1.3
Impact on existing systems and hardware
The implementation of an alternative MTC addressing scheme should not require significant changes to the existing mobile network radio and core network components (e.g. HLR/VLR). Similarly, significant changes to the USIM should be avoided. It is less important if there have to be changes to the functions of the Mobile Terminal to support a new addressing scheme as for many MTC applications, new, specific devices will probably be produced. 
When a SIP-enabled device powers on, it registers its location (IP address) with its network. This location is forwarded to the DNS so that inbound packets can be routed to the device. Once registration is complete, the main part of the device may power down, so long as part of the device is listening to the network for “wake-up” packets, similar to the way GSM devices continue to listen for inbound SMS messages.
5.1.4
Provisioning
It should be possible to use an alternative addressing scheme with minimum change to the MNO’s existing provisioning systems.
5.1.5
Number portability
Number (device identity) portability may need to be supported for MTC Devices in some cases or be irrelevant depending on the applicable national regulatory requirement, (see ECC report on M2M numbering http://www.erodocdb.dk/Docs/doc98/official/pdf/ECCREP153.PDF ).  
5.1.6
Charging
The alternative addressing scheme should be capable of identifying the MTC device for charging without major changes to the Operator billing systems.
5.1.7
Services
The alternative addressing scheme should support all services required by the MTC application including Voice, SMS and Data communication. It should support both Mobile Originated and Mobile Terminated calls/sessions.
Editor’s note: Will be expanded by further contributions.
5.2
What are the security, reliability, and priority handling requirements alternatives to E.164 for machine-type communications?

Any alternative addressing scheme should provide the same level of security and reliability as the current addressing schemes. An alternative scheme should support priority working.

Any alternative addressing scheme should allow the addressing of the MTC device and/or USIM for software updates. This includes new device software (e.g. operating system, applications) and updates to the USIM using the existing remote update mechanisms. It should also allow access for controlling the MTC device (e.g. ability to switch the MTC device on/off, control its use). 

5.3
Are there any implications due to roaming?

 Roaming must still be supported by any alternative addressing scheme. This includes support of national and international roaming (both persistent and permanent roaming).

5.4
Are there any implications to hand-over between access networks?
Handover between access networks (e.g. GSM/GPRS to UMTS) should be possible with any alternative addressing scheme. 
6
MMI Aspects
Editor’s note: This clause describes high level MMI issues/aspects 
The main point of interface to these machines is through the carrier’s message gateway. The gateway is a web service that accepts SOAP messages addressed to one or more machines. The gateway uses the information in the HSS to translate the SIP URI to the current IP addresses (IPv4 or IPv6) of the machine, then transmit the message payload using SMS over IP or IM paging mode. If the payload is short enough, it can be sent directly in a SIP message. A carrier may choose to put a web site in front of this server to allow human users to manage, manipulate, and send messages or commands to machines. Behind this interface, though, lies the same web service used by the customer’s systems.
7
Charging Aspects

Editor’s note: This clause describes high level charging issues/requirements
Networks that support IP traffic are already set up to charge for it. Many network operators charge by the megabyte or gigabyte. For M2M communications, the traffic for all of the devices owned by a given customer can easily be collected, rated, and billed in the aggregate or by device. This allows for great flexibility in the possible billing arrangements between customers and carriers. Any new scheme should also make it possible to differentiate between M2M traffic and “normal” interpersonal calls.
8
Security Aspects

Editor’s Note: This clause describes high level security issues/requirements
SIP has built-in security, using a three-way handshake (INVITE/OK/ACK) to mutually authenticate sender and receiver. Authentication is done using shared certificates, or using dynamic keys such as those generated by Generic Bootstrap Architecture (GBA) [7]. In addition, many of the parameters to be used for the session are negotiated during this process.
9
Conclusion

Note: the goal would be to identify the list of TS/TRs that may potentially be impacted (need to be reviewed) to confirm that they support “IP only” M2M addressing (long term scenario)
10
List of requirements for alternatives to E.164 for machine-type communications
Mid Term

· Support PS Only subscriptions without an assigned MSISDN (already a requirement in TS 22.368)

· Support new SMSC interface which uses an alternate ID field from MSISDN

Longer Term

· Efficiently support MT IP messages (such that SMS is not required) 

Annex A:
Addressing: Addressing is a means for a sender of a message to identify the recipient. The message is handed over to a network which then makes use of identification and routing mechanisms in order to deliver the message. Addressing and Numbering are often use interchangeably, but they are not exactly the same thing. Numbering is a subset of addressing. A SIP URI is an address, but it is also potentially an identifier. A device need not be aware of an address assigned to it by the network (a SIP URI is just an address in this case).
Identification: An identifier is a tag or label assigned to a particular device to allow the device to communicate with a network. GSM devices are assigned a number of identifiers, including the IMSI. A SIP URI could be used as an identifier, especially if the device knows it and it is used as part of the network authentication process.
Numbering: Numbering is a specific form of addressing that uses E.164 or E.164-like number sequences to address a message for a receipient. The number assigned to a device is used only by senders trying to reach the device, but is often confused as an identifier for the device itself. In reality, the device may have no knowledge of the number or numbers assigned by the network to address messages destined for the device.
Routing: Routing is information about a device that is used to find the device in the network. The structure of an IPv4 address very clearly demonstrates this, as do the country code, area code, and prefix information in an E.164 phone number. Each portion of the address or number helps the network identify hierarchical components that progressively narrow down to a single device.
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