Page 1



3GPP TSG-SA WG1 Meeting #54
S1-111362
Xian, China, 9th – 13th May 2011

	CR-Form-v9.6

	CHANGE REQUEST

	

	(
	22.809
	CR
	0003
	(
rev
	
	(
Current version:
	11.0.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(
	One number and Unified  Voice Mail use cases to add to IMS use in VINE TR

	
	

	Source to WG:
(
	Orange

	Source to TSG:
(
	SA1

	
	

	Work item code:
(
	VINE
	
	Date: (
	02/05/2011

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)

	
	

	Reason for change:
(
	This CR propose to add in IMS use cases section, One Number and Unified Voice Mail use cases 

	
	

	Summary of change:
(
	New sub-clauses in IMS use cases section for One Number and Unified Voice Mail services.


	
	

	Consequences if 
(
not approved:
	Some important use case are missing in the IMS use cases


	
	

	Clauses affected:
(
	6.2

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


* * * Start of 1st Change * * *  
6.2.8 One number

6.2.8.1 Preconditions

The Enterprise user A has two devices, one is a CS-only 3GPP mobile device and the other is an IP-PBX device (IP phone or PC). Both of the devices subscribe to the one number service of the mobile operator’s IMS.
6.2.8.2 Service flow

a)
A call is initiated toward the Enterprise user A using the one number service.
b)
Both devices start ringing simultaneously or ringing in a user-defined sequence.
c)
User A accepts the call on one of his devices. 

d)
The other device automatically stops ringing, if it’s still ringing
. 6.2.9 Unified Voice Mail 

6.2.9.1 Preconditions

The Enterprise user A has two devices with one number, one is a CS-only 3GPP mobile device and the other is an IP-PBX device (IP phone or PC). Both of the devices subscribe to the unified Voice Mail service of the mobile operator’s IMS.
6.2.9.2 Different Alternatives for Unified Voice Mail


Alternative 1:

a) User is activating the communication diversion to the Voice Mail over CS or IMS network 

b) All calls to the one number are forwarded to the Voice Mail 

Alternative 2:
a’) When activating  the communication diversion for both CS or IMS identities (e.g. phones numbers)

 b’) All calls to any of the three numbers ( one number, MSISDN, IMPU) are forwarded to the Voice Mail

* * * End of Change * * *  
