Page 1



3GPP TSG-SA WG1 Meeting #58 
(
S1-121329
Seville, Spain, 7 - 11 May 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	22.101
	CR
	0403
	(

rev
	1
	(

Current version:
	11.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Release 11 stage 2 alignment related to MSISDN-less

	
	

	Source to WG:
(

	KPN, Telecom Italia

	Source to TSG:
(

	S1

	
	

	Work item code:
(

	SIMTC
	
	Date: (

	2012-05-08

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	This CR is intended to clarify the Rel-11 of TS 22.101. It is unclear whether there is a requirement to support PS only without MSISDN implies that also Mobile Originated SMS needs to be supported without MSISDN. Note that there is no stage 2 implementation for Mobile Originated SMS without SMS in Release 11.

	
	

	Summary of change:
(

	Clarify that PS only implies packet based services and Mobile Terminated SMS, i.e. excluding Mobile Originating SMS.

	
	

	Consequences if 
(

not approved:
	Misalignment between Rel-11 specifications across stage 1 and stage 2. Furthermore, it is unclear whether Mobile Originated SMS without MSISDN should be worked on in Rel-12

	
	

	Clauses affected:
(

	25.D

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


========================= Start of first change ====================================

25
System optimisation for communication with specific characteristics
25.A
Void

25.B
Numbering Resource Efficiency

The following optional requirement is intended to provide better numbering resource efficiency for UEs that only require packet switched services. 

-
A network operator shall be able to provide PS only subscriptions with or without assigning an MSISDN.

-
Remote triggering shall be supported with or without assigning an MSISDN.

-
Remote UE configuration shall be supported without the use of an MSISDN.

NOTE:
Current remote UE configuration solutions (i.e. Device Management and Over-the-Air configuration) are mainly based on SMS, which assumes the use of MSISDNs.
25.C
Network provided destination for uplink data

The Network Provided Destination for Uplink Data feature is intended for use when all data from a UE is to be directed to a network provided destination address.

-
For uplink data communication, the network shall be able to direct all uplink PS data traffic to a network provided destination address.

Note: This feature may be used, for example, when all data from an electricity meter is sent to a server maintained by the network operator.

25.D
PS only subscriptions

The system shall support subscriptions that only allow packet based services and Mobile Terminated SMS. 

========================= End of last change ====================================
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