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	The term bulk CDR has been in 22.368 for a long time. It was introduced as means to reduce the amount of charging data created in the core network for the use  in low revenue per transaction services such as MTC.
SA1 have realized now that the use of bulk CDR is rather a solution than a requirement and thus unnecessarily limiting the flexibility of SA2 and SA5 to find additional solutions.

It is further clarified that this "bundling" of charging events is to be done either on a per subscription or per MTC group basis.
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	Section 7.1.5 is updated not to propose a solution but to state the requirement.
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7.1.5
Charging requirements

Per MTC Device or per MTC Group the core network shall be able to:

-
optimize counting of chargeable events per MTC Group, either in parallel to or instead of charging event creation per individual subscription. 

-
stop creation of per individual subscription CDRs for particular subscriptions.

-
count MTC Device initiated signalling per signalling type for charging  (e.g. mobility signalling) per MTC group or per individual subscription.

-
count MTC Feature activation / de-activation  for charging per MTC group or per individual subscription.
-
collect charging data with a granularity (e.g. in time or location) that can identify the use of network resources when used outside the limits of subscription or MTC Feature, e.g. time window, location.

-
count particular Monitoring or Alarm events per MTC group or per individual subscription.
NOTE:
The above charging requirements apply to off line charging only.
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