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1. Introduction
This contribution provides requirements for Charging on UE Discovery on Different PLMNs. The event to discovery, the event to be discovery, the UE discoverable are further considered in the requirement.

2. Proposed Changes
============ Start of Change ============

5.1.3
Discovery Use Case with Subscribers from Different PLMNs

5.1.3.1
Description

This use case describes discovery between UEs camped on different PLMNs.

5.1.3.2
Pre-Conditions

The same pre-conditions as in clause 5.1.1 apply except that

- Mary is a subscriber to operator A and camps on operator A's network; 

- John is a subscriber to operator B and camps on operator B's network;

5.1.3.3
Service Flows
As John moves towards Mary, the user experience is such that, without any further user interaction with the UE:

- Mary is notified that John is in her proximity; 
- John is notified that Mary is in his proximity. 
5.1.3.4
Post-Conditions

John and Mary are aware of their proximity.
5.1.3.5
Potential Requirements

[pr.5.1.3-18] Based on operator policy and user choice, the proximity of two ProSe-enabled UEs camped on different PLMNs shall be determinable. 
[pr.5.1.3-19] The operator shall be able to authorize the ability of a UE to discover UEs camping on other PLMNs.

[pr.5.1.3-20] The operator shall be able to charge for the ability to discover UEs camping on other PLMNs.
The operator shall be able to charge for the event to discover UEs camping on other PLMNs.

The operator shall be able to charge for the UEs to be discoverable and camping on other PLMNs.

The operator shall be able to charge for the events of UEs to be discoverable and camping on other PLMNs.

============ End of Change ============
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