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1. Introduction
Current text in 5.2.10 indicates that “Based on operator policy, the operator network shall be able to control the ProSe communication between public safety UEs out of coverage that are in ProSe communication with a public safety UE in coverage, which is acting as a relay.”
This could be misunderstood as “the network shall be able to control the ProSe communication based on PCRF/Core network policies.”
This does not seem to be SA1 goal: our understanding instead is that the requirement is to clarify that in order  to support Operators interest i.e. policies, regulations…the network shall be able to control the ProSe communication, with no specific requirement on the PCRF policies as solution to do that.

It is proposed to rephrase the requirement. 

There may be other places in the TR where this change would be needed.
3 Proposal
The following update of the TR is proposed currently for section 5.1.6.5 of the TR 
************************** START OF CHANGES *************************

5.2.10.5 

Potential Requirements

An authorized public safety UE shall be capable of communication using the network infrastructure and off network ProSe concurrently.

An authorized public safety UE shall be capable of being enabled/disabled to act as a relay to/from the network for other public safety UEs unable to access the network.  

To support operator policy and user choice, the system shall be able to initiate or move user traffic session of a ProSe-enabled UE that has lost connection to the network to a communication path via a Prose-enabled UE that is in ProSe communication range and has connectivity to the network.

To support operator interest/policy, the operator network shall be able to control the relay of network services between UEs communicating by means of ProSe.

To support on operator interest/policyThe operator network shall be able to control the ProSe communication between public safety UEs out of coverage that are in ProSe communication with a public safety UE in coverage, which is acting as a relay.

************************** END OF CHANGES *************************

