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AGENDA

	1
Documents

	1.1
towards Finalizing TR 22.852

	Doc type
	Tdoc no.
	Source
	Title
	Conclusion
	Action items from Plenary

Summary of discussion in Drafting session

<main discussion points>

	Cont
	S1-124055
	NEC
	Editors corrections to TR 22.852
	Revised to S1-124187
	This document provides some clarifications / corrections to TR 22.852 provided by the editor 

	Cont
	S1-124187
	NEC
	Editors corrections to TR 22.852
	Approved
	This document provides some clarifications / corrections to TR 22.852 provided by the editor 
Revision of S1-124055.

	Cont
	S1-124049
	NEC
	Proposed consolidated requirements for TR 22.852
	Revised to S1-124186
	This document collects and harmonizes the potential requirements expressed from the individual use cases of TR 22.852

	Cont
	S1-124186
	NEC
	Proposed consolidated requirements for TR 22.852
	Approved
	This document collects and harmonizes the potential requirements expressed from the individual use cases of TR 22.852
Revision of S1-124049.

	
	
	
	
	
	

	1.2
new / updated Use Cases

	Cont
	S1-124050
	NEC, Intel
	Use case for On-demand Automated Capacity Brokering
	Split  into S1-124183 and
S1-124197
	This contribution describes a use case on On-demand Automated Capacity Brokering for RAN Sharing Enhancements.

	Cont
	S1-124183
	NEC, Intel
	Use case for On-demand Automated Capacity Brokering
	Approved
	This contribution describes a use case on On-demand Automated Capacity Brokering for RAN Sharing Enhancements.
Revision of S1-124050.


	Cont
	S1-124197
	NEC, Intel
	Use case for Dynamic RAN Sharing Enhancements
	
	No presentation

	Cont
	S1-124059
	Huawei, Deutsche Telekom
	New use case on PLMN selection enhancements towards a shared area
	Revised to S1-120184
	This contribution describes a use case on PLMN selection enhancements towards a shared area.

	Cont
	S1-124184
	Huawei, Deutsche Telekom
	New use case on PLMN selection enhancements towards a shared area
	Approved
	This contribution describes a use case on PLMN selection enhancements towards a shared area.
Revision of S1-124059.


	
	S1-124185
	Huawei,
	LS to CT1 on  PLMN selection enhancements towards a shared area
	
	No presentation

	Cont
	S1-124060
	Huawei
	Update precondition on implementing MDT for Host Provider
	Revised to S1-124188
	This contribution add a pre-condition for activation of MDT task from Host provider and modifies the potential requirements. 
From the sourcing company’s view the MTD task will consume battery of UEs and impact user experience. Therefore the activation of MDT task should be allowed first by participating operators.

	Cont
	S1-124188
	Huawei
	Update precondition on implementing MDT for Host Provider
	Approved
	This contribution add a pre-condition for activation of MDT task from Host provider and modifies the potential requirements. 
From the sourcing company’s view the MTD task will consume battery of UEs and impact user experience. Therefore the activation of MDT task should be allowed first by participating operators.
Revision of S1-124060.
No presentation

	Cont
	S1-124061
	Huawei
	Update use case on radio resource scheduling in RAN sharing case
	Revised to S1-124189
	This contribution updates the pre-condition for radio resource scheduling in RAN sharing case and modifies the potential requirements.

	Cont
	S1-124189
	Huawei
	Update use case on radio resource scheduling in RAN sharing case
	
	This contribution updates the pre-condition for radio resource scheduling in RAN sharing case and modifies the potential requirements.
Revision of S1-124061.

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	2
Tdoc numbers for allocation during drafting session (admin purposes only)

	
	S1-124183
	
	Use case for On-demand Automated Capacity Brokering
	
	Tdoc number for allocation in drafting session

	
	S1-124184
	
	New use case on PLMN selection enhancements towards a shared area
	
	Tdoc number for allocation in drafting session

	
	S1-124185
	
	LS to CT1 on  PLMN selection enhancements towards a shared area
	
	Tdoc number for allocation in drafting session

	
	S1-124186
	
	Proposed consolidated requirements for TR 22.852
	
	Tdoc number for allocation in drafting session

	
	S1-124187
	
	Editors corrections to TR 22.852
	
	Tdoc number for allocation in drafting session

	
	S1-124188
	
	Update precondition on implementing MDT for Host Provider
	
	Tdoc number for allocation in drafting session

	
	S1-124189
	
	Update use case on radio resource scheduling in RAN sharing case
	
	Tdoc number for allocation in drafting session

	
	S1-124197
	
	Use case for Dynamic RAN Sharing Enhancements
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	3 Tdoc numbers NOT allocated during drafting session (admin purposes only)

	AGE
	S1-124180
	Rapporteur
	FS_RSE Drafting Agenda
	Approved
	

	REP
	S1-124181
	Rapporteur
	FS_RSE Drafting Report
	
	

	TR
	S1-124182
	Rapporteur
	TR 22.852 v 0.4.0 on FS_RSE
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	4
Summary of drafting session

	4 drafting sessions on FS_RSE provided the following results: 
· One use case on “On-demand Automated Capacity Brokering” agreed
· One use case on “PLMN selection enhancements towards a shared area” agreed in principle as an optional requirement. 
However it became clear that the requirement (triggering of PLMN selection procedures in the UE) is outside of RAN sharing and should not be documented as a RSE requirement.
· Huawei will draft a LS S1-124185 to CT1 to inform on this decision and ask for further guidance on the requirement (the requirement would be incompatibility with behaviour of old (Rel-6) UEs) 
· Updates on other use cases
· Update on the scope of TR 22.852 to clearly indicate applicability to E-UTRAN only.

· Intensive work on consolidating potential requirements. These are in relative good shape now but still need further work

The meeting agreed to request sending TR 22.852 for information to SA. (S1-124182)
At the next meeting we expect to finalize the TR. (2 sessions needed)

There is no intention to create normative work for RSE in Rel-12.
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