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Start of change

7A
Requirements for Proximity Services

7A.0
Service description 

7A.0.1
ProSe Discovery
ProSe Discovery is a service, available for UEs seved via E-UTRA, by which an application or service user can request for a specific UE to get informed about what 
is in its proximity when proximity criteria, such as radio range or geographic range or specific application of interest, are fulfilled. This information is passed to authorised applications or service users. The use of ProSe Discovery must be authorised by the network
, the authorisation can be specific per service, e.g. per application. 

The user and operator can configure whether a UE can be discovered or not and also proximity criteria like range or what characteristics are discoverable for which applications/service user or application users. .

ProSe Discovery service can be used standalone or as an enabler for other services, i.e. it is not necessarily followed by ProSe Communication.

7A.0.2
ProSe Communication
ProSe Communication is a communication service between two ProSe-enabled UEs in communication range, by means of an E-UTRAN communication path. 

The network controls the use of E-UTRAN resources for ProSe Communication for a UE served by E-UTRAN. The use of ProSe Communication must be authorised by the network.

A UE's communication path can be switched between an EPCcommunication path and a ProSe Communication path. A UE can also have concurrent EPC and ProSe Communication paths.


Public Safety UEs must be able to establish the communication path directly between UEs, regardless of whether the UE is served by E-UTRAN, as well as being able to participate in ProSe Group Communication or ProSe Broadcast Communication between two or more Public Safety UEs which are in proximity. Any of the involved UEs or users need to have an authorisation from the owner of the communication resource.
For Public Safety, ProSe Communication is also facilitated by the use of a ProSe UE-to-Network Relay, which acts as a relay between E-UTRAN and UEs not served by E-UTRAN. The use of this relay function is controlled by the network.

End of change
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�Saying “UE” is always misleading as it is looking to other applications from User perpective


�This sentence was existing later in the text, it is proposed to move it here


�This is an example, not in a summary


�This is an example, not in a summary


�ProSe Communication and ProSe Discovery are independant





