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	Reason for change:
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	The philosophy for both emergency calls and for callback for emergency call is that any functionality that interrupts the media path between the PSAP and the end user should be performed only with the permission of the PSAP (see for example existing text in 10.7).

Where that interruption is applied by a MMTEL supplementary service, then this is covered by existing references to 3GPP TS 22.173 and specific text for individual supplementary services in 3GPP TS 22.173. However there exist protocol mechanisms that the UE can initiate that can result in interruption of the media path, and which do not form part of an MMTEL supplementary service. Examples of such protocol mechanisms (and using stage 3 protocol language) are where the UE itself sends a 3xx response to a received INVITE, and where the UE sends an SDP offer which interrupts the media path but does not invoke the HOLD service.

The existing text in 3GPP TS 22.101 which covers supplementary services should be clarified to cover these cases, i.e. to ensure the underlying philosophy is met, rather than only specifying the impact on MMTEL supplementary services.


	
	

	Summary of change:
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	Clarify that supplementary services or UE capabilities at the terminating party that can interrupt the media path between the PSAP and the user are precluded. The supplementary services shall be handled as described in TS 22.173.
Clarify that supplementary services or UE capabilities at the originating party that can interrupt the media path between the PSAP and the user are precluded. The supplementary services shall be handled as described in TS 22.173.
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	Some UE capabilities that the network can not control, may prevent a PSAP call-back from reaching the user.
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1st Change

10.1.3
Call-Back Requirements

Subject to local/regional regulations the network shall support a call-back from a PSAP.

It shall be possible to supply the user’s Directory Number/MSISDN/SIP URI as the CLI to the PSAP to facilitate call-back. The CLI used on call-back shall allow the PSAP to contact the same terminal that originated the emergency call.

If the incoming call can be identified by the core network as a call-back to an emergency call (i.e. coming from a PSAP) then supplementary services or UE capabilities at the terminating party that interrupt or divert the media parh of the call-back to the user are precluded. Specific supplementary services shall be handled as described in TS 22.173 [40] for Multimedia Telephony (e.g. Communication Diversion, Communication Hold, Communication Barring).

Note: There is no specific callback requirement for CS supplementary services.

A call-back may be attempted for a period of time defined by local regulations after the emergency call release. In case of a UE in limited service state, call-back is not required.
2nd Change

10.8
Supplementary service interaction during emergency calls

Supplementary services or UE capabilities that interrupt or divert the media path between a PSAP and the end device are precluded. Specific supplementary services shall be handled as specified in TS 22.173 [40] (e.g. Communication Hold) for Multimedia Telephony. No such Supplementary Services are applicable to CS Emergency Calls (TS12) according to TS 22.004 [5].
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