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1
Description
This use case describes communications when a cell site becomes disconnected from the EPC and provides local services only.

It also describes the operation when the cell site becomes reconnected to the network.
2 
Actors
Mick: Dispatcher in individual multimedia communication with officer Ned

Ned: Officer in individual multimedia communication with dispatcher Mick

Oscar: Officer in individual multimedia communication with officer Peter

Peter: Officer in individual multimedia communication with officer Oscar

Roger: Officer needing to obtain service from the eNodeB whilst disconnected.
3 
Pre-conditions
Dispatcher Mick is connected to the System via fixed lines

All field Officers, except Roger, are under the coverage of the same eNodeB. There is no other eNodeB that they could use to access the System, e.g. because of radio propagation.

The eNodeB is connected to the EPC.

Mick and Ned are engaged in an individual multimedia communication.

Oscar and Peter are engaged in an individual multimedia communication.

4 
Service Flows
4.a 
Service Flow 1 – Loss of connection between eNode B and EPC
1. Mick and Ned are exchanging voice and/or video.

Oscar and Peter are exchanging voice and/or video.

2.  A fault develops in the link between eNode B and EPC, disconnecting the eNodeB from the EPC, halting the information flow between Mick and Ned, and the information flow between Oscar and Peter.

3.  All participants under the coverage of the affected eNodeB receive an indication that the eNodeB has been disconnected from the network :

3a  Ned, Mick, Peter and Oscar receive notification of call ending due to network connectivity

3b Mick receives an indication that Ned is no longer contactable  

3c  Ned, Oscar and Peter receive an indication that their serving eNodeB is providing local service only. 

4.  Ned, Oscar and Peter may receive a list of other users within their respective groups, and/or a list of groups who are also receiving service from the local site.

5.
Ned, Oscar and Peter may initiate individual calls between themselves whilst the eNodeB remains disconnected.

6.
The eNodeB maintains an appropriate level of security such that communications remain confidential from eavesdroppers who are not members of the network.

Note: it is generally preferable for users to maintain communications on eNodeBs which are still connected to the EPC, and UEs may have algorithms which attempt to find service on such eNodeBs, rather than remaining connected to the disconnected eNodeB.
4.b 
Service Flow 2 – Operation whilst eNodeB disconnected from EPC

1.
Roger moves into the coverage area of the eNodeB, and is unable to obtain service from any other site.

2.
Roger’s UE obtains service from the eNodeB.  The eNodeB validates Roger’s entitlement to receive service.  Roger receives the indication that service is local only.

Note: the process may validate Roger as part of a permitted organisation, rather than as a permitted individual.

3.
Roger may receive an indication of which other users are receiving service from that eNodeB.  The other users may receive an indication that Roger is now receiving service from the eNodeB.

4.
Roger is able to place and receive calls to/from Ned, Oscar and Peter.

4.b 
Service Flow 3 – Re-Connection between eNodeB and EPC

1.  The link between eNodeB and EPC is restored.

2  The indication received by Roger, Ned, Oscar and Peter that their serving eNodeB is providing local area services is cancelled, and an explicit notification that wide area services are now available may be provided.

3 Mick may receive an indication that the eNodeB is reconnected to the network. It is useful information to know that these four officers can be contacted again and that the coverage is back to normal, and Mick may receive other information such as the service area served by the eNodeB or list of served users within his organisation who have service from the reconnected eNodeB.

4.  Mick, Oscar, Peter, Roger or Ned may initiate a new individual multimedia service to another user.

5 
Alternative Service Flows
Alternative Flow #1 for Service flow 1 4a Step 3
3  Oscar receives an indication that his ongoing call is being continued but to local participants only.  The call is carried locally by the eNodeB and received by Peter.

6 
Post-conditions 

Part 1 – following steps 4a and 4b:

Ned, Oscar, Peter and Roger (step 4b) who are being served by the disconnected cell site enjoy local multimedia communications with each other, and others served by this site.  They continue to receive notifications that calls are possible locally only.

All users at the site may receive information concerning others in the same groups, and/or a list of groups who are present at the disconnected site.

Part 2 – following step 4c:

Roger, Ned, Oscar and Peter have wide area communications available again.  

7 
Potential Requirements
An eNodeB shall be able to provide local multimedia and data communications to all users under the coverage of the eNodeB and groups if disconnected from the EPC. 

When the eNodeB goes into the disconnected state, it may disconnect all calls in progress, or it may maintain calls already in progress between users under the coverage of that isolated system. 

The isolated system shall provide an indication of local area service only to all users under its coverage while in the disconnected state.

Once in the disconnected state, the isolated system shall allow users under its coverage to set up and maintain multimedia and data calls with other users under this same isolated system.

The isolated system shall maintain an appropriate level of communications security, including encryption, whilst in the disconnected state.  This shall include a check of authenticity of served users, which may be implicit, and may validate them as members of an organisation or as members of the network, rather than an individual authentication check.

The system may provide a list of served users and/or served groups to all users under the coverage of the isolated E-UTRAN .  Lists may be restricted according to security policy, for example information on users and/or groups within a served user’s organisation may only be provided to that served user, and information on users may only be provided to other users within the same group. 

The isolated system shall automatically reconnect to the EPC when the link becomes available again. 

The isolatedsystem shall withdraw the local service indication to users under its coverage, and may provide an explicit notification of wide area service to those when it is reconnected to the EPC. Any existing local calls may be terminated, or re-routed via the EPC.
Note: those requirements may apply for other use cases.
