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Abstract: A list of requirements for push to talk when using group calls.
The following requirements are based on the NPSTC requirements applicable to push to talk group calls when applied to group communications and modified to address comments received and posted on the [MCPTToLTE] e-mail list.
There is no ordering associated with these requirements.
Suggest to add these requirements in the Group Call section of the draft TS.

4.2 Group Call

The PTT Service SHALL provide a mechanism by which a UE can make a 1-to- many PTT transmission to any PTT Group for which it is authorized.

The PTT Service SHALL provide a mechanism by which a PTT UE can determine the currently defined PTT Groups for which it is authorized.
The PTT Service SHALL provide a mechanism by which a PTT UE can determine the PTT Groups which are currently transmitting for which it is authorized.

The PTT Service SHALL provide a mechanism by which a PTT UE can determine what PTT Groups have at least one active receiving member, as authorized.

The PTT Service SHALL provide a mechanism by which a PTT UE can determine that a number (N1) of receiving members are present for a PTT group, as authorized.

The PTT Service SHALL provide a mechanism by which a PTT UE can determine that a particular receiving member(s) is present for a PTT group, as authorized.

The PTT Service SHALL provide a mechanism by which a Public Safety Entity Administrator, from any location, may define the membership of a PTT Group.

The PTT Service SHALL allow the Public Safety Entity Administrator to designate specific PTT Groups to be inaccessible to other users, including dispatchers or supervisors.

PTT Groups SHALL support up to the number (N2) of PTT Group members selected by the Public Safety Entity Administrator.

The PTT Service SHALL present users with alphanumeric identifiers (with a minimum length of N3) (aka Alias ID) for the users of the UEs or for the PTT Groups.

The PTT Service SHALL provide a notification, for example audio and/or visual, to a user that there are no members on a PTT Group being used/monitored by the user and that the user is the only user affiliated to that PTT Group.

The PTT Service SHALL provide, upon request, the list of affiliated members on a PTT Group to an authorized User regardless of the user’s affiliation.

The PTT Service SHALL provide, upon request, the complete list of members of a PTT Group to an authorized UE regardless of the UE’s membership.

The PTT Service SHALL provide a mechanism to prioritize, dynamically and in real-time, PTT Groups in relation to other PTT Groups.

The PTT Service SHALL provide a mechanism to prioritize, dynamically and in real-time, PTT Groups in relation to non-PTT Groups.

The PTT Service SHALL provide a mechanism to organize PTT Groups into a hierarchy for prioritization.  NOTE: There are at least two prioritizations (Emergency and Imminent Peril) that have to be considered when defining a hierarchy.  This implies at least one other priority (i.e., a third priority) in addition to these two priorities.”
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