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Abstract: Provides modificiations to a single requirement on heirarchy for section 4.2, Floor Control
This contribution proposes modifications of a single requirement on hierarchy in TS 22.179, section 4.2 to provide consistent terminology.
The changes to the single requirement are shown here.

“PTT administrators shall have the capability to create a priority hierarchy for determining what participants, participant types, and urgent transmission shall be granted a request to override an active PTT transmission.”
The text below shows this modified requirement with respect to the section 4.2.

4.2
Floor Control
The Floor Control functionality in a PTT service shall determine at a point in time which participant(s) are allowed to transmit to other participant(s).

An authorized participant shall be able to request to transmit to a PTT Group or an individual participant.

Following a request to transmit, a participant that is allowed to transmit shall be given an indication that they are able to transmit to the PTT Group or an individual participant.

Following a request to transmit, a participant that is not allowed to transmit shall be given an indication that the request to transmit was rejected or queued.

Editor’s Note: De-queuing requirements are FFS 

Receiving participant(s) shall receive the audio from one transmitting participant. 

The PTT service shall provide a mechanism for participants, participant types, urgent transmissions (e.g., Distress Call) to override an active PTT transmission of a transmitting participant.

When an authorized participant overrides a PTT transmission, the PTT service shall provide a means of notifying the overridden talker(s) that the transmission has been overridden.  

The PTT service shall indicate whether the overridden participant may continue to transmit or should become a receiving participant.

PTT administrators shall have the capability to create a priority hierarchy for determining what participants, participant types, and urgent transmission shall be granted a request to override an active PTT transmission.

When an authorized participant overrides a PTT Group transmission, it shall be possible for authorized participants to listen to both the overriding and overridden PTT Group transmissions dependent on configuration.
When an authorized participant overrides a PTT transmission, a PTT administrator shall be able to configure which PTT Group transmission a participant(s) receives, overriding and/or overridden.
The floor control functionality shall ensure that there is a single transmitting participant when there are simultaneous requests to transmit within the same call. 

The transmitting participant shall be determined by the relative floor control priorities of the participants and call types.

A transmitting participant can indicate to the PTT service that they no longer want to transmit and therefore audio will stop being transmitted to the receiver participant(s) until an authorized participant sends a subsequent request to transmit.

The floor control functionality shall have a configurable limit for the length of time that a participant can transmit from a single request to transmit.

Editor’s Note: Call set up and termination criteria requirements are FFS
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