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**** Start First Change ****
A.1	Management of access networks
The Evolved Packet System shall be able to allow for self-managing technologies (e.g. Plug-and-Play) for dynamically adding and removing non-3GPP defined access networks. 
Such self-managing technologies shall take into account the Evolved Packet System and access network policies.
E.g. depending on such policies it shall be possible to for the 3GPP system operator to request encryption of user traffic that is transmitted over the access network.
Note 1: 	The non-3GPP access network needs to have defined interworking with 3GPP.
An example could be a WLAN (operated by some WLAN operator) that can, if needed, automatically be connected to a PLMN to serve as an I-WLAN access. This would enable the PLMN operator to provide additional access resources on a dynamic basis and to provide service to more customers (e.g. at mass events).
Note 2: 	The degree of automation provided for network attachment is yet to be determined, but is intended to simplify (or completely automate) administration procedures.
**** End First Change ****
**** Start Second Change ****


[bookmark: _Toc367452291]B.1	EPS Applicable Specifications	
	TS
	Title

	21.905
	Vocabulary for 3GPP Specifications

	22.011
	Service accessibility See Note

	22.016
	International Mobile Equipment Identities (IMEI)

	22.022
	Personalisation of Mobile Equipment (ME); Mobile functionality specification

	22.030
	Man-Machine Interface (MMI) of the User Equipment (UE)

	22.038
	USIM Application Toolkit (USAT/SAT); Service description; Stage 1

	22.041
	Operator Determined Call Barring

	22.042
	Network Identity and Time Zone (NITZ) service description; Stage 1

	22.066
	Support of Mobile Number Portability (MNP); Stage 1

	22.067
	enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 1

	22.071
	Location Services (LCS); Service description; Stage 1

	22.078
	Customised Applications for Mobile network Enhanced Logic (CAMEL)

	22.101
	Service Principles

	22.105
	Services and Service Capabilities

	22.115
	Charging and Billing

	22.129
	Handover requirements between UTRAN and GERAN or other radio systems

	22.146
	Multimedia Broadcast/Multicast Service (MBMS); Stage 1

	22.153
	Multimedia priority service

	22.173
	IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1

	22.174
	Push service; Stage 1

	22.182
	Customized Alerting Tones (CAT) Requirements 

	22.226
	Global text telephony (GTT); Stage 1: Service description

	22.228
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem (IMS); Stage 1

	22.233
	Transparent end-to-end packet-switched streaming service; Stage 1

	22.234-
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking

	22.240
	Service requirements for 3GPP Generic User Profile (GUP); Stage 1

	22.242
	Digital Rights Management (DRM); Stage 1

	22.246
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1

	22.250
	IP Multimedia Subsystem (IMS) Group Management; Stage 1

	22.259
	Service requirements for Personal Network Management (PNM); Stage 1

	22.279
	Combined Circuit Switched (CS) and IP Multimedia Subsystem (IMS) sessions; Stage 1

	22.340
	IP Multimedia Subsystem (IMS) messaging; Stage 1

	Note: In case the UE is connected to the PLMN via a non-3GPP access, then the PLMN (re)selection procedures specified for that access technology may be executed.



**** End Change ****
