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There is a need to allow separate text only and mult-media PWS messages to cover the same emergency notification.
---------- Use Case template ----------
x.1
Separate text only and multi-media PWS messages
x.1.1
Description

The current deployed PWS only supports text messages, during a transition period until PWS multi-media message capability becomes ubiquitous end-to-end, both PWS text and multi-media broadcast will be needed. There may be some PWS messages which are intended to alert the public regarding the same incident, but the text content portion of the PWS message can’t be shared between existing text PWS messages and multi-media PWS messages.
x.1.2
Pre-conditions

The public safety agency originating the PWS messages will create separate messages for the existing text PWS as well as for multi-media PWS messages.  The nature of the multi-media components is such that the text component can’t be shared between the two PWS messages.
The PLMN operator supports both the PWS text message and PWS multi-media message capabilities.  
UEs only supporting the existing text PWS are operating in the alerting area.

UEs supporting both text PWS and multi-media PWS are operating in the alerting area.
x.1.3
Service Flows

1. The public safety agency creates a PWS message describing the existing text PWS message and the multi-media PWS message. 
2. The PLMN operator broadcasts the existing text PWS message.

3. The PLMN operator broadcasts the multi-media PWS message.

4. UEs which only support PWS text messaging notify the user of the presence of a PWS text message and display it when requested. The multi-media PWS message is ignored.

5. UEs which support both PWS text and multi-media messages will notify the user of the presence of a PWS multi-media text message and display it when requested.  The related existing text PWS message is ignored.
x.1.4
Post-conditions

The UE supporting only the existing text PWS will only handle the existing text PWS message.
The UE supporting both existing text PWS and multi-media PWS will only handle the multi-media PWS message and ignore the existing text PWS message.
x.1.5
Potential Impacts or Interactions with Existing Services/Features
This use case demonstrates some of the backwards compatibility considerations with the existing PWS text message capabilities.
x.1.6
Potential Requirements

1. The UE which supports both existing text PWS and multi-media PWS shall notify the user about the availability of the multi-media PWS message and display it when requested. Any existing text only PWS messages relating to the same emergency situation will be ignored.
