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~ ~ ~ BEGIN ~ ~ ~
7B.5
Requirements for ongoing Isolated E-UTRAN Operation
7B.5.1
Introduction (informative)
It is necessary to manage the potentially dynamic ongoing operation of an Isolated E-UTRAN where:

-
UEs join and leave the Isolated E-UTRAN.

-
eNBs join and leave the Isolated E-UTRAN.
-
NeNBs join and leave the Isolated E-UTRAN.
Both the eNB and EPC should respectively monitor the status of a disconnected backhaul connection with the intention of re-establishing a connection.

7B.5.2
Requirements

An eNB shall monitor the status of its disconnected backhaul connection with the intention of re-establishing a connection to the EPC.
The EPC shall monitor the status of its disconnected backhaul connection with the intention of re-establishing a connection to the eNB.
The Isolated E-UTRAN shall admit UEs to the Isolated E-UTRAN.

The Isolated E-UTRAN shall manage UE mobility between eNBs within the Isolate E-UTRAN.
The Isolated E-UTRAN shall manage UE mobility between NeNBs within the Isolate E-UTRAN.
The Isolated E-UTRAN shall possess the ability to add eNBs to the Isolated E-UTRAN.
NOTE: An eNB added to the Isolated E-UTRAN may be an eNB which possess a limited backhaul connection. Furthermore the eNB with a limited backhaul connection admitted to the Isolated E-UTRAN may be the only eNB in the Isolated E-UTRAN that possesses a limited backhaul connection.
The Isolated E-UTRAN shall possess the ability to add NeNBs to the Isolated E-UTRAN.

NOTE: An NeNB added to the Isolated E-UTRAN may be an NeNB which possess a limited backhaul connection. Furthermore the NeNB with a limited backhaul connection admitted to the Isolated E-UTRAN may be the only NeNB in the Isolated E-UTRAN that possesses a limited backhaul connection.
The Isolated E-UTRAN shall manage eNBs leaving the Isolated E-UTRAN.

NOTE: The eNB leaving the Isolated E-UTRAN may be the only eNB in the Isolated E-UTRAN which possess a limited backhaul connection.

The Isolated E-UTRAN shall manage NeNBs leaving the Isolated E-UTRAN.

NOTE: The NeNB leaving the Isolated E-UTRAN may be the only NeNB in the Isolated E-UTRAN which possess a limited backhaul connection.
~ ~ ~ END ~ ~ ~
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