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~ ~ ~ BEGIN ~ ~ ~
7B.6
Requirements for termination of an Isolated E-UTRAN
7B.6.1
Introduction (informative)
In the event that the eNB detects a restored backhaul connection the eNB shall attempt to reconnect to the EPC; the EPC shall attempt to restore its connection to the eNB. In the presence of a restored connection to the EPC the eNB may still support Isolated E-UTRAN operation since Public Safety users under the coverage of the eNB may, from an operational perspective, require to communicate with other Public Safety users elsewhere in the Isolated E-UTRAN. The Public Safety users may also want to receive services, for example from the dispatcher, and so would concurrently receive services via the EPC. In this case the UE may receive services from both inside and outside the Isolated E-UTRAN.
At the point of connection restoration to the EPC, the UE shall indicate to the Public Safety user that the connection to the EPC has been restored and therefore (if permitted by the network configuration) provide a choice to the Public Safety user as to whether they wish to connect to the Isolated E-UTRAN and/or the E-UTRAN.
7B.6.2
Requirements

([PR-5.2.7-007]) On detection of a restored backhaul an eNB shall re-establish a connection to the EPC.
On detection of a restored backhaul an EPC shall re-establish a connection to the eNB.
On re-establishing a connection to the EPC the eNB shall be able to concurrently support services from within the Isolated E-UTRAN and services from the E-UTRAN.

A UE shall be able to concurrently support services from within the Isolated E-UTRAN and services from the E-UTRAN.

([PR-5.6.5-003]) Based on operator policy and Public Safety user choice a UE shall be able to attach to the E-UTRAN and/or remain connected to the Isolated E-UTRAN in the event of a restored connection to the EPC.
Based on operator policy and in the event that there is re-establishment of a connection to the EPC the Isolated E-UTRAN shall be able to terminate all local services from within the Isolated E-UTRAN and re-establish services via the EPC.
Isolated E-UTRAN operation shall crease when no UEs receive Isolated E-UTRAN-based services from the Isolated E-UTRAN.

An eNB providing the limited backhaul for an Isolated E-UTRAN shall cease supporting Isolated E-UTRAN operation when no further public safety UEs remain receiving service from the Isolated E-UTRAN.
([PR-5.2.7-008]) When an eNB ceases Isolated E-UTRAN operation the eNB shall withdraw the indication of support for local service, and may provide an explicit indication of E-UTRAN service, to any UEs, and their users, previously receiving local services within the eNB’s coverage.

~ ~ ~ END ~ ~ ~
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