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Introduction

Overview
TS 22.179 contains many requirements that require that the MCPTT Service shall perform a function based on a configurable trigger, without including a requirement that an MCPTT Administrator shall be able to configure the system accordingly.

One example is: “An authorized participant shall be able to request to transmit to an MCPTT Group or an individual participant.”  In order for the MCPTT system to restrict an unauthorized MCPTT user from requesting to transmit, the system needs to be configured with this information.  This contribution attempts to provide missing requirements to address the configuration of the MCPTT system to allow for the functions described in other requirements.  These management requirements cover aspects of user, group, and system configuration.

This submission is one of a set of 8 that address administration requirements. The others are: 

>>>>>>>>>>>>>>>>>>>>>> Start of Change <<<<<<<<<<<<<<<<<<<
4.3.3
Dynamic Group Management (i.e., Dynamic Regrouping)
The priority of the temporary group formed by a Group Regroup or User Regroup shall be established by the creator of the group within bounds established by MCPTT Administrators. 
The MCPTT service shall enable an MCPTT Administrator to authorize users to be able to perform dynamic regrouping operations.

The MCPTT service shall enable an MCPTT Administrator to configure whether a temporary group is to be encrypted. 
4.3.4
Call Monitoring 

The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are monitored by the UE. 
The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to order the MCPTT Groups being monitored by the UE. 
The MCPTT service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by an MCPTT Administrator and/or authorized user. 
The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5) of MCPTT Group transmissions that a UE can simultaneously receive. 
The MCPTT service shall provide a mechanism to configure the number (N4x) of calls to be simultaneously received by a   user, authorized by an MCPTT Administrator and/or authorized user. 
The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5x) of MCPTT Group transmissions that a user can simultaneously receive. 
Editor's note: Use of User versus UE requirements is FFS.

>>>>>>>>>>>>>>>>>>>>>> End of Change <<<<<<<<<<<<<<<<<<<
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