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First Change
4.1.5
Potential Requirements

Current PWS requirements in TS 22.268 [2] already require geo-targeted Warning Notifications. No new requirements have been identified in this use case.
Next Change
4.2.5
Potential Requirements

 Current PWS requirements in TS 22.268 [2] require support of text messages. The PWS should support multi-media messages as well.
Next Change
4.3.5 
Potential requirements
 Current PWS requirements in TS 22.268 [2] require support of text messages. The PWS should support multi-media messages as well.
Next Change
4.5.6
Potential Requirements

1. UEs shall detect and alert the user to a broadcast PWS multi-media message and allow the user to view the PWS multi-media message.

2. UEs located within the coverage area of the PWS multi-media message selected set of cell sectors shall detect and alert the user to a PWS multi-media message and allow the user to view the PWS multi-media message.
Note: The area in which UEs are notified of the broadcast of a PWS multi-media message may be different from the coverage area of the PWS multi-media message.
3. UEs located outside the coverage area of the PWS multi-media message selected set of cell sectors shall not alert the user to any PWS multi-media message and not allow the user to view the PWS multi-media message.

4. Determination of whether a UE is inside or outside the mapped cell sector coverage area shall be based on information broadcast (or not broadcast) by the PLMN.  The UE shall assume that if it receives all the components of a PWS multi-media message (notification and content) it is inside the mapped cell sector coverage area.  The UE shall assume that it receives a PWS multi-media message without all of the PWS multi-media message components that it is outside the mapped cell sector coverage area.

Next Change
4.7.6
Potential Requirements
1. UEs supporting both PWS text and multi-media messages shall be able to determine  whether a PLMN will broadcast existing text PWS also as multimedia messages.
2. UEs supporting both PWS text and multi-media messages operating in a PLMN broadcasting only PWS text messages shall behave in the same fashion as a UE only supporting existing PWS text messages.
End of changes
