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Abstract: This contribution aims at adding the ability to ring users at the establishment of a Group communication
When an event occurs, the dispatcher sets up a new Group communication. The users of this Group communication may need  be alerted  with ringing since they may do something else. This event may or may not be an emergency or imminent peril. In order to achieve that goal ringing Group Communications need to be implemented.

In this scenario, the dispatcher may ask that users are ringed through their UE. The user shall be able to disable ringing capability.

6.3
Commencement Modes for MCPTT Calls

6.3.1
Commencement Modes for Group Calls

The MCPTT service shall be capable of requiring that all MCPTT Users, affiliated to the MCPTT Group and who are also in a given geographical area, acknowledge receipt of an MCPTT Group transmission call setup request before the audio transmission will proceed.

The MCPTT service shall be capable of requiring that a subset of affiliated MCPTT Group members acknowledges receipt of the MCPTT Group transmission call setup request before the audio transmission will proceed.
The MCPTT service shall be able to ring the group members when the group communication is set up. A user shall be able to disable the ringing capability for group calls (not including emergency calls).
If an MCPTT Group Call setup request for permission to transmit requires all affiliated MCPTT Group Members to be participants and the MCPTT service has knowledge not all affiliated members cannot be are participants, the MCPTT service shall queue the call and indicate to the requester the request was queued.

Editor's Note: the text above needs further clarification. The intent is that the call cannot proceed if everyone in the Group is not reachable.  Whether this is related to underlying 3GPP network resource availability, whether the user is out of coverage, whether the device is switched off, etc needs to be clarified.

An MCPTT User currently affiliated to an MCPTT Group shall be able to acknowledge receipt of an MCPTT Group transmission call setup request, if requested to do so by the MCPTT service.

The MCPTT service shall be capable of allowing an MCPTT Group transmission call setup request to proceed without prior acknowledgement by any MCPTT User of that MCPTT Group.

If an MCPTT Group Call request for permission to transmit does not require all affiliated MCPTT Group Members to be participants and the MCPTT service has knowledge some affiliated members cannot be participants, the MCPTT service shall permit the call with an indication to the requester that the call is permitted but without all affiliated members.

If an MCPTT Group call proceeds without all affiliated MCPTT Group Members, the MCPTT service shall attempt to add those affiliated members as the call proceeds.


