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Abstract: 

A new requirement was added during SA1#66bis regarding simultaneous group membership.  This requirement appears to be r the common requirement in clause 5.1 that a user can affiliate to multiple groups, see highlighted text below.  It is recommended to simply delete the duplicate requirement from clause 6.2.3.
5.1
General Requirements

The MCPTT service shall provide a mechanism by which an MCPTT UE can make a 1-to-many MCPTT transmission to any MCPTT Group(s) for which it is authorized.
Note: For Off-Network use, only group member UEs within communication range will receive the transmission.

The MCPTT service shall provide a mechanism by which an MCPTT User can determine the currently defined MCPTT Groups for which the user is authorized.
The MCPTT service shall provide a mechanism by which an MCPTT UE can determine the currently defined MCPTT Groups for which it is authorized.
The MCPTT service shall provide a mechanism by which an MCPTT UE can determine the MCPTT Groups which are currently transmitting for which it is authorized.

The MCPTT service shall provide a mechanism by which an authorized MCPTT User can determine which MCPTT Groups are active.
The MCPTT service shall support an MCPTT User’s ability to affiliate to one or more MCPTT Groups.
The MCPTT service shall allow the MCPTT Administrator to designate specific MCPTT Groups to be inaccessible to other users, including dispatchers or supervisors.

Proposed text change:

6.2.3
Group Configuration

The MCPTT service shall provide a mechanism by which an MCPTT Administrator, from any location, may define the membership of an MCPTT Group.

MCPTT Groups shall be able to be limited to a number of MCPTT Group members selected by the MCPTT Administrator.


