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Abstract: 

This contribution proposes alignment of agreed requirements for call monitoring in common off-network and on-network section 5.4 of TS 22.179 v0.6.0 (2014-07) with agreed contribution S1-142151. 
Agreed contribution S1-142151 (Modifications to 4.3.4 Call Monitoring) made modifications to call monitoring requirements in section 4.3.4 of TS 22.179 V0.4.1 (2014-06) during the SA WG1 Meeting #66 bis on MCPTT and GCSE in Dublin, Ireland which were not captured in agreed contribution S1-142110.

Agreed contribution S1-142110 provided MCPTT Service Requirements Common to Off-Network and On-Network use that were added into section 5.4 (Monitoring) of TS 22.179 V0.6.0 (2014-07).
Based on alignment of the last reqirement in section 5.4, it is proposed to remove requirement 2 from section 6.9 of TS 22.179 V0.6.0 (2014-07) which is now duplicated.

****************************************************************************

Start of first Proposed  changes:

****************************************************************************
5.4
 Receiving from Multiple MCPTT Groups
The MCPTT service shall allow a UE to be receiving or transmitting in one MCPTT Group while simultaneously receiving additional MCPTT Groups.


The MCPTT service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by an MCPTT Administrator and/or authorized user.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5) of MCPTT Group transmissions that a UE can simultaneously receive.

.

The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are presented by the UE.
*******************************************************************************

End  of first Proposed  changes:

*******************************************************************************
*******************************************************************************

Start  of  second  Proposed  changes:

***************************************************************************************
6.9
Receiving from Multiple MCPTT Groups

The MCPTT User shall be affiliated to the MCPTT Groups that the UE monitors.

Editor's Note: need to clarify that the UE could be affiliated to e.g. emergency groups and the MCPTT User could receive this. This is potentially inconsistent with a requirement indicating that a UE can be affiliated with certain groups in 4.3.1.

The MCPTT service shall, provide multiple Talker IDs for display on UEs when multiple MCPTT Groups are received by the UE.

The MCPTT service shall provide a mechanism to configure the number (N6) of calls to be simultaneously received by an MCPTT User, authorized by an MCPTT Administrator and/or authorized user. 

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N7) of MCPTT Group transmissions that an MCPTT User can simultaneously receive.

Editor's note: Use of User versus UE requirements is FFS.

*******************************************************************************

End  of  second  Proposed  changes:

***************************************************************************************
