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Abstract: Document proposes adding in a requirement to allow for the support of multiple devices

Introduction
This contribution proposes an addition of requirements to TS 22.179 to introduce support for shared devices between groups of users and multiple devices being used by a single user. The purpose of this contribution is to try and introduce flexibility in how Public Safety UEs are used and deployed by Public Safety Authorities. In the contribution xxx Initiating Use of the MCPTT service the concept of User and UE permissions are introduced as well as their interactions.
Proposal

It is suggested that the following proposed additions are made to TS 22.179

================= First Change ===================
5.8
Personality Management

The MCPTT service shall provide a mechanism for MCPTT UE personality provisioning by an MCPTT Administrator and/or authorized user.

5.x
Support for shared and multiple devices

The MCPTT service shall allow an MCPTT User to log in to multiple MCPTT UEs concurrently.

The MCPTT service shall ensure that the MCPTT User logs into each MCPTT UE separately.

================= Second Change ===================
6.17
Personality Management

The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to perform personality provisioning of an MCPTT UE within their authority.

The MCPTT service shall be able to dynamically modify one or more characteristics within the MCPTT UE while in use by the MCPTT User.

The MCPTT service shall provide a means by which an MCPTT Administrator is able to designate that new or updated personality characteristics are to be installed by the MCPTT UE for immediate use by the MCPTT User.

The MCPTT service shall provide a means by which an MCPTT Administrator is able to designate a particular time and date when new or updated personality characteristics are to be installed by the MCPTT UE for use by the MCPTT User.

The Personality Provisioning characteristics shall be construed to be sensitive user information and shall be provided end-to-end confidentiality when transferred between the MCPTT service and MCPTT UE.
6.x
Support for shared and multiple devices

The MCPTT service shall provide a notification to the MCPTT User if the MCPTT User is already logged on to another MCPTT UE.

The MCPTT service shall provide the mechanisms to allow an MCPTT User to override or log off remotely from other MCPTT UEs.

