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Abstract: The proposed requirements for the determination and modification of EPS Access Controls based on UE attributes used to determine priority for MCPTT Call Requests.
6.15
MCPTT Priority Requirements

6.15.1
General

The MCPTT service shall support multiple MCPTT Application priorities which are mapped to EPS priority levels, based on network operator policy.

MCPTT service shall support multiple pre-emptive priorities.

The MCPTT service shall provide a mechanism for MCPTT Administrators to create, a pre-emption hierarchy for MCPTT Group transmissions and their associated users (i.e., to facilitate local management of the service and its resources).

The MCPTT service shall support MCPTT Groups with the right to pre-empt other MCPTT calls.

In case of resource shortage a call made in a group with pre-emption rights shall be given resources to complete this call by pre-empting lower priority calls. [Editor’s note: A call that requires the use of pre-emption of resources shall still satisfy the call setup requirements.]

MCPTT service shall support queuing and retention by priority. 

The MCPTT service shall support "top of queue" priority.

The MCPTT service shall support a number (N) of users at the "top of the queue" priority, within an agency’s priority levels.

Editors Note: "top of queue" priority is FFS.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to establish the priority hierarchy and characteristics of MCPTT Group transmissions.

The MCPTT service shall enable an MCPTT Administrator to prioritize MCPTT Groups in relation to other MCPTT Groups (with respect to transport and presentation).

The MCPTT service shall enable an MCPTT Administrator to set the priority for a Critical Communication Agency's MCPTT Groups relative to other Critical Communication Agencies subordinate to the MCPTT Administrator's authority.
6.15.x
EPS Access Controls
The MCPTT service shall be able to request the EPS to immediately modify, subject to the network operator policy, the LTE access parameters used by network to admit UEs.

The EPS shall have the capability to immediately modify the LTE access parameters used by the network in order to admit MCPTT UEs without incurring service disruption.
