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Abstract: This contribution proposes to remove Editor’s note in Clause 6.1.2.
The first Editor’s note deals with the question of depth of the floor control queue.
The proposed requirement provides for a configurable value and a default value of one.
General behaviour of current public safety users observe taking turns and rely on the floor control to arbitrate colliding requests to transmit.  So under general conditions the floor control depth should not be expected to be large.

The second Editor’s note deals with the capability to remove requests from the queue (i.e., de-queuing).  The proposed requirements provide for the MCPTT service to provide the capability for both a manual and automatic (i.e., timed) removal of MCPTT Requests from the floor control queue. 
6.1.2
Requesting permission to transmit

An authorized participant shall be able to request to transmit to an MCPTT Group or an individual participant.

The floor control functionality shall determine the transmitting Participant(s) when there are simultaneous requests for permission to transmit within the same call.

Following an MCPTT Request for permission to transmit, the Affiliated MCPTT Group Member that is allowed to transmit shall be given an indication that the member is allowed to transmit on the member’s Selected MCPTT Group. 

Following an MCPTT Request for permission to transmit, an Affiliated MCPTT Group Member that is not allowed to transmit on the Selected MCPTT Group shall be given an indication that permission to transmit was rejected or queued.


The depth of the floor control queue shall be configurable, with a default of one.

Following an MCPTT Private Call request for permission to transmit, the MCPTT User that is allowed to transmit shall be given an indication that the user is allowed to transmit to the targeted MCPTT User. 

Following an MCPTT Private Call request for permission to transmit, an MCPTT User that is not allowed to transmit shall be given an indication that the permission to transmit was rejected.

The MCPTT service shall provide an indication to receiving Participants that the transmitting Participant is starting to transmit.

The MCPTT service shall provide a mechanism for an MCPTT participant to remove its MCPTT Request from the floor control queue.
The MCPTT service shall provide a mechanism for removal (i.e., request accepted, request denied, or expiration of a timer) of an MCPTT Request from the floor control queue.
The MCPTT service shall provide a mechanism for the MCPTT Administrator to configure the parameter(s) of the floor control queue for a MCPTT group (i.e., timer) 
