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Abstract: 

Three new requirements were added during SA1#66bis regarding the number of simultaneous calls and transmisions a user can receive.  These requirements should apply regardless of on or off network use of MCPTT.  It is proposed to move the requirements to clause 5.4.

Proposed text changes:

5.4
Monitoring

The MCPTT service shall allow a UE to be receiving or transmitting in one MCPTT Group while simultaneously receiving additional MCPTT Groups.

The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to order the MCPTT Groups being monitored by the UE.

The MCPTT service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by an MCPTT Administrator and/or authorized user.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5) of MCPTT Group transmissions that a UE can simultaneously receive.
The MCPTT service shall provide a mechanism to configure the number (N6) of calls to be simultaneously received by an MCPTT User, authorized by an MCPTT Administrator and/or authorized user. 

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N7) of MCPTT Group transmissions that an MCPTT User can simultaneously receive.
The MCPTT service shall provide a mechanism for an authorized UE to prioritize the order in which multiple MCPTT Groups are monitored by the UE.

The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are monitored by the UE.

...
6.9
Receiving from Multiple MCPTT Groups


The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are presented by the UE.

The MCPTT service shall, provide multiple Talker IDs for display on UEs when multiple MCPTT Groups are received by the UE.



Editor's note: Use of User versus UE requirements is FFS.

