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Abstract: To add the reference sections of KPI’s where they first appear with useful explanations.
1. Proposed Change
~~~~~~~~~~~~~~~~~ Start of Change 1 ~~~~~~~~~~~~~~~~~

Table A-1: list of variables
	Variable
	Meaning
	Value
	Reference

	B1
	Number of levels of group hierarchy
	
	6.5.2

	B2
	Number of levels of user hierarchy
	
	6.5.3

	KPI 1
	MCPTT Access time
	< [300] ms
	6.16.1.1, 6.16.1.2

	KPI 2
	End-to-end MCPTT Access time
	< [1000] ms
	6.16.1.1, 6.16.1.2

	KPI 3
	Mouth-to-ear latency
	< [300] ms
	6.16.1.1, 6.16.1.2

	KPI 4a
	Maximum Late Call Entry time (without application layer encryption)
	< [400] ms
	6.16.2.1, 6.16.2.2

	KPI 4b
	Maximum Late Call Entry time (with application layer encryption)
	< [600] ms
	6.16.2.1, 6.16.2.2

	
	
	
	

	N1
	To be Determined
	
	6.4.2

	N3
	Minimum length of alphanumeric identifiers (i.e. Alias ID)
	
	5.9, 6.4.4, 7.0, and 7.2

	N4
	Number of simultanious calls received by a UE
	
	5.5

	N5
	Total number of MCPTT Group transmissions that a UE can receive
	
	5.5

	N6
	Number of simultanious calls received by a user
	
	5.5

	N7
	Total number of MCPTT Group transmissions that a user can receive
	
	5.5

	N8
	Minimum number of simultaneous Off-Network MCPTT calls supported by an Off-Network MCPTT UE.
	
	7.10

	N9
	maximum number of simultaneous audios received by an MCPTT User in a single MCPTT Group
	
	6.2.3.1

	N10
	total number of MCPTT Private Calls in which a UE simultaneously participates
	
	5.5


~~~~~~~~~~~~~~~~~ End of Change 1 ~~~~~~~~~~~~~~~~~

