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Abstract: This contribution tries to determine the purpose of the current dashed list in clause 4.5.1.
There is a dashed list in subclause 4.5.1, but it is unclear as to why it is a list.

There is no introduction as per TR 21.801, 5.2.5.   Some of the sentences in the dashed items have hidden requirements because of the wording (e.g., is able to).  Since this is informative text the wording cannot stay as written.  None of the items relate to the subclause heading of MCPTT User association to MCPTT UE.  It is suggested that all these dashed items be deleted.

============== Changes ============================================
4.5.1
MCPTT User association to MCPTT UE in on-network mode

Consistent with the EPS paradigm, when an MCPTT UE is powered on, it will access the LTE system, and connect to the EPC. During this phase, the credentials from a USIM application (or possibly, an ISIM application, if IMS is used) on a UICC associated with the MCPTT UE will be used for authentication with an HSS. This is followed by the MCPTT Application, resident on the MCPTT UE, establishing a connection, employing application layer security in its connection to the MCPTT Service. 
Possibilities for the MCPTT UE, when connecting to the MCPTT service:
-
An MCPTT UE, with credentials of an MCPTT User at the time of connection to the MCPTT Service, is able authenticate using a specific MCPTT User identity (e.g. via an Identity Management service). After successful user authentication some portion of the MCPTT User profile is made available to the MCPTT UE for use in both on-network and off-network operation modes.

-
An MCPTT UE, without credentials of a specific MCPTT User at the time of connection to the MCPTT Service, is able to authenticate using a default identity that is associated with the MCPTT UE itself. After a successful authentication, the MCPTT Service is capable of assigning a temporary MCPTT User Identity to this MCPTT UE. Some portion of the MCPTT User profile associated with this temporary MCPTT User Identity is made available to the MCPTT UE for use in both on-network and off-network operation modes.

-
The MCPTT Administrator is able to define specific parameters and attributes (e.g. groups, MCPTT Emergency behavior, priority and QoS attributes) associated with a temporary MCPTT User Identity for operation of the MCPTT UE for use in both on-network and off-network operation modes.
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