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>>>>>>>>>>>>>>First Change <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

6.2.4
Call termination

[R-6.2.4-001] If a Participant of an MCPTT Group call is pre-empted, the MCPTT Service shall terminate the call or continue the call with an indication to the transmitting Participant that one or more receiving Participants was pre-empted.
[R-6.2.4-002] If MCPTT User(s) are pre-empted from an ongoing MCPTT call as there is insufficient capacity to support their ongoing participation, the MCPTT Service shall ensure that the MCPTT User(s) receive a notification that they have been removed from the call for reasons of lack of capacity.
[R-6.2.4-003] The MCPTT Service shall terminate a call after the Hang Time expires.

 
[R-6.4.9-002] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to set a predefined time period (Hang Time) without any traffic in MCPTT calls (with Floor control), after which the MCPTT calls shall terminate.

[R-6.2.4-005] The MCPTT Service shall provide an indication to the Participants that the call is within a configurable amount of time before the call time limit is reached. The MCPTT Service shall provide an indication to the Participants that the call time limit has been reached.

[R-6.4.9-003] The MCPTT Service shall provide a mechanism for MCPTT Administrators to configure the maximum allowed time duration(s) for MCPTT calls to remain active. This shall enable an MCPTT Administrator to set different values for Private Calls and MCPTT Group Calls.
[R-6.2.4-006] The MCPTT Service shall release the call when the call time limit has been reached.

[R-6.4.9-001] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to configure the conditions under which MCPTT calls shall be terminated (e.g., last Participant leaving, second last Participant leaving, initiator leaving, etc).

 [R-6.4.9-004] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to determine how many MCPTT Users shall remain participating for MCPTT calls to remain active.

>>>>>>>> Second Change <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

6.4.9
Administrative

 



[R-6.4.9-005] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to configure MCPTT Groups to be receive-only for specified MCPTT Group Members.

 
[R-6.4.9-007] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to confine use of an MCPTT Group to MCPTT Group Members in a particular geographic area.

>>>>>>>> Third Change <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

6.15.5
Audio / voice quality

[R-6.15.5-001] The MCPTT UE shall support at least one mandatory 3GPP voice codec.

NOTE:
The UE implementation could include other non-3GPP voice codecs, e.g., TETRA voice codecs, P25 voice codecs [4].
[R-6.4.9-006] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to set the preferred voice codecs for an MCPTT Group.

[R-6.15.5-002] When an MCPTT call is within one MCPTT system the average MOS-LQO shall be greater than or equal to 3.0 measured according to the ITU standard Perceptual Evaluation of Speech Quality (PESQ) as defined in P.862 [7] and P.862.1 [8].

[R-6.15.5-003] When an MCPTT call involves interworking with other non-LTE PTT systems the average MOS-LQO shall be greater than or equal to 2.7 measured according to the ITU standard PESQ as defined in P.862 [7] and P.862.1 [8].

[R-6.15.5-004] When an MCPTT call is within one MCPTT system the average MOS-LQO shall be greater than or equal to 3.0 measured according to the ITU standard Perceptual Objective Listening Quality Assessment (POLQA) as defined in P.863 [9].

[R-6.15.5-005] When an MCPTT call involves interworking with other non-LTE PTT systems the average MOS LQO shall be greater than or equal to 2.7 measured according to the ITU standard POLQA as defined in P.863 [9].
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