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Abstract: This contribution aims at providing requirements on mobility, service continuity, priority management and load balancing
-------BEGINNING OF CHANGE
11.5
Consolidated requirements on mobility, service continuity, priority management and load balancing

· Service continuity and relaying

UE to network video relay
[pRXX]
MCVideo users shall be able to transmit and receive streaming video between an on-network MCVideo UE and an off-network MCVideo UE via a ProSe UE-to-Network relay using the MCVideo UE-to-Network Relay service.

[pRXX]
The MCVideo Service shall provide a mechanism for an authorized MCVideo user to forward a video stream from an MCVideo user to another MCVideo user across a ProSe UE-to-Network relay using the MCVideo UE-to-Network Relay service.

The MCVideo service shall provide a mechanism to select/re-select UE-to-Network Relay node which has enough capability of the real time video forwarding.
[pRXX]  The MCVideo Service shall provide a mechanism for an MCVideo Administrator to authorize an MCVideo user to forward a video stream from one MCVideo user to another MCVideo user.
UE to Network relay to UE to UE relay
[pRXX]
MCVideo users shall be able to transmit and receive streaming video between an off-network MCVideo UE and another off-network MCVideo UE via a ProSe UE-to-UE relay using the MCVideo UE-to-UE Relay service.

[pRXX]
The MCVideo System shall minimize the interruption to the MCVideo service when an MCVideo UE transitions from on network operation to off-network operation via a ProSe UE-to-UE relay.

[pRXX]
The MCVideo System shall minimize the interruption to the MCVideo service when an MCVideo UE transitions from off-network operation via a ProSe UE-to-UE relay to on-network operation.
UE to UE relay to off network
[pRXX]
MCVideo users shall be able to transmit and receive streaming video between an off-network MCVideo UE and another off-network MCVideo UE via ProSe Communications.

[pRXX]
The MCVideo System shall minimize the interruption to the MCVideo service when an MCVideo UE transitions from a ProSe UE-to-UE relay to ProSe direct communications with another MCVideo UE.

[pRXX]
The MCVideo System shall minimize the interruption to the MCVideo service when an MCVideo UE transitions from ProSe direct Communications with another MCVideo UE to a ProSe UE-to-UE relay.
On network to off network
[pRXX]
The MCVideo System shall minimize the interruption to the MCVideo service when an MCVideo UE transitions from on-network operation to off-network ProSe direct communication with another MCVideo UE.

[pRXX]
The MCVideo System shall minimize the interruption to the MCVideo service when an MCVideo UE transitions from off-network ProSe direct communication with another MCVideo UE to on-network operation .
· Priority management

The MCVideo service shall provide a mechanism to prioritize each video stream.
Mission critical services will jointly provide a priority management mechanism. That is to say, the priority management shall manage all data flows from the different mission critical services together. No mission critical service  is considered as always having priority over another.
Mission critical services shall provide each data flow with a priority based on operational situation.

Mission critical services shall be able to propose, according to operational priorities adjustments in quality of service and delay of communications.

Mission critical services shall notify users of actions taken by the dispatcher that result in a change in priority for a data flow.

· Mobility management  
The MCVideo system shall minimize the interruption to the MCDATA service when the UE moves from one network to another taking into account that priority management is done in the visited MCDATA.

Mobility shall be subject to authorization from home and visited networks consistently with operational priority management mechanisms. The authorization may be pre negociated or on the fly.
· Load balancing requirements

Critical communications users shall be able to use dedicated LTE networks as well as public LTE networks. When possible, private LTE networks are used. But public LTE may beused when no private LTE coverage is available or for lower priority data flows while under private LTE coverage.

· Priority management in ProSe

The MCVideo service shall provide a mechanism to prioritize the real time video among D2D communication including the voice data.
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