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Abstract: Override of ongoing communications is needed for MCVideo as well as for MCPTT. The model of operation for MCVideo is different from MCPTT because MCVideo doesn’t have the same command and control need as MCPTT. The importance of a video depends on what is happening in view so the definition of MCPTT Override should remain unchanged and the new requirements for MCVideo should make clear what is required and different from MCPTT.

Override does not apply to MCData. Simultaneous data communications is not a problem and is unlikely to be noticeable to the user. General capabilities to terminate all comms are required and should be provided in section 6.2.4.

Therefore this pCR proposes separate sections for Override in MCPTT and MCVideo because they are different and no section for override in MCData or MCCore.

Start of Change to 22.280
6.2.3.3
Override 










End of change to 22.280

Start of Change to 22.281
5.2.6.3
Override
5.2.6.3.1
Overview
For MCVideo; override is possible and useful but is different from MCPTT.

MCVideo may be operated in a combined way with MCPTT. Therefore it is likely that the sending user will have the opportunity to state what their intention is for the video that they send. In this case it may not be necessary for other regular members of the group to receive the video but the dispatcher may always receive it. In this situation, when the group invitation is sent, individual users could request to join the video if it is useful to them and convenient. Override can then be achieved by the user realising, from the MCPTT call, that another video is more important and so switching over to receive the new one. 
As an alternative to the invitation approach a forced approach is still possible but a group force of a video is an unpredictable option as some users may well be unable to view the video. Forced override is still possible in MCVideo. The video is announced as an invitation but includes a forced override indication. The system makes the forced override but, depending on configuration, the user may be able to review a list of allowed continuing video streams and go back to the one they are using.
MCVideo may operate in a group way with many members of the group sending video to a dispatcher (private call) and the dispatcher periodically selecting and sending video back to the group.

5.2.6.3.2
General aspects
[R-5.2.6.3.2-001] The MCVideo Service shall enable an MCVideo Service Administrator to create a hierarchy for determining which Participants, Participant types, and urgent transmission types, if any, shall be granted a request to override an active MCVideo Service transmission. 

[R-5.2.6.3.2-002] The MCVideo Service shall enable an MCVideo Service Administrator to configure which MCVideo Service Group transmission(s) a Participant(s) receives for cases where an MCVideo Service transmission can be overridden and/or to configure to allow the Participant to select from available video streams.

[R-5.2.6.3.2-003] The MCVideo Service shall enable the MCVideo Service Administrator to configure the MCVideo Service Group to limit the number of Participant(s) allowed to transmit at the same time into the same group.

[R-5.2.6.3.2-004] The MCVideo Service shall provide a mechanism for an MCVideo Service Administrator to configure MCVideo Service Private Communications to override or not to override active received group communications.
[R-5.2.6.3.2-005] Any hierarchy used for granting a request to override an active MCVideo Service transmission shall contain at least four (4) levels. 

[R-5.2.6.3.2-006] The transmitting Participant(s) shall be determined by the relative priorities of the Participants, number of allowed transmissions and Communication type based on configuration.

[R-5.2.6.3.2-007] The MCVideo Service shall provide a mechanism for Participants, to override an active MCVideo Service transmission of a transmitting Participant based on configuration.

[R-5.2.6.3.2-008] If an MCVideo Service transmission is overridden, the MCVideo Service shall provide a means of notifying the overridden Participant(s) that the transmission has been overridden.

[R-5.2.6.3.2-009] If the MCVideo Service Group limit for the number of Participant(s) allowed to communicate at the same time into the same group would otherwise be exceeded, the MCVideo Service shall revoke transmit permissions for non-emergency communications using the relative priorities of the Participants, emergency state and video mode based on configuration. 
End of change to 22.281

Start of Change to 22.179
6.2.3.3
Override

6.2.3.3.1
General aspects

[R-6.2.3.3.1-001] The MCPTT Service shall enable MCPTT Administrators to create a priority hierarchy for determining what Participants, Participant types, and urgent transmission types shall be granted a request to override an active MCPTT transmission.
[R-6.2.3.3.1-002] The MCPTT Service shall enable an MCPTT Administrator to configure which MCPTT Group transmission a Participant(s) receives, overriding and/or overridden for cases where an authorized Participant overrides an MCPTT transmission.
[R-6.2.3.3.1-003] The MCPTT Service shall enable the MCPTT Administrator to configure the MCPTT Group to allow only the overriding Participant to transmit or to allow both the overriding and overridden Participant to transmit.
[R-6.2.3.3.1-004] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to configure MCPTT Private Calls (with Floor control) to allow only the overriding Participant to transmit or to allow both the overriding and overridden Participant to transmit.
[R-6.2.3.3.1-005] The priority hierarchy used for granting a request to override an active MCPTT transmission shall contain at least four (4) levels.
[R-6.2.3.3.1-006] The transmitting Participant shall be determined by the relative Floor control priorities of the Participants and Call type based on priority (e.g MCPTT Emergency).
[R-6.2.3.3.1-007] The transmitting Participant shall be determined by the relative Floor control priorities of the Participants and Call type based on priority (e.g MCPTT Emergency).
[R-6.2.3.3.1-008] If an authorized Participant overrides an MCPTT transmission, the MCPTT Service shall provide a means of notifying the overridden Participant(s) that the transmission has been overridden.
6.2.3.3.2
Override – one transmitting Participant

[R-6.2.3.3.2-001] If the MCPTT Group has been configured to only allow the overriding transmitting Participant, the MCPTT Service shall revoke the transmit permission of the overridden transmitting Participant.
End of change to 22.179
