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Abstract: This document proposes complementary requirements to FS_SMARTER NEO requirements related to multi-network connectivity and service delivery across operators.

Proposal

Following changes are proposed to FS_SMARTER NEO [1] to introduce complementary requirements for Flexibility enabler 5: Multi-network connectivity and service delivery across operators.
***** BEGIN OF CHANGE *****
5.1.2.5
Multi-network Connectivity and Service Delivery across Operators

The 3GPP system shall enable the operators to deploy networks for a specific set of services.
The 3GPP system shall enable the home operator to configure the service information, offered by different serving networks, and optional associated IP connectivity information to the UE.
The 3GPP system shall enable UE based on configured services information to access services from more than one network simultaneously on an on-demand basis. 
. 
Subject to the agreement among operators that the same service is offered by multiple operator networks, the 3GPP system shall be able to support service continuity when a user accesses services from multiple networks simultaneously.
Note: The 3GPP system shall be able to support a possibility for UE to establish/re-establish sessions for the same services provided by another available operator networks depending on networks information (e.g. due to network congestion, mobility event, limited network resources) when the co-ordination among operator networks do exist.
For a user with a single operator subscription, the use of multiple serving networks operated by different operators shall be under the control of a single operator, the home operator.

In the event of the same service being offered by multiple operators, unless directed by the home 3GPP system, the user shall be prioritized to receive subscribed services from the home operator.  
NOTE:
If the service is unavailable (e.g., due to lack of network coverage) from the home network, the user shall be able to receive the service from another operator’s network. 
***** END OF CHANGE *****
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