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********************************************************************************************
Start of 1st change

********************************************************************************************
6.x
Data communication for possession management related use cases
6.x.1
Introduction

In this chapter the use cases related to possession management data communication are described, the following use cases are identified:
· Initiation of a possession management data communication

· Termination of a possession management data communication

· Service interworking and service continuation with GSM-R
6.x.2
Use case: Initiation of a possession management data communication
6.x.2.1
Description

The application supports the processes involved in taking possession of an area of railway infrastructure for engineering purposes (for example for track maintenance). This application is intended to allow track side workers to remotely take control of infrastructure elements to perform safe engineering works on those elements. The application provides the communication bearer in a safe and secure way. The possession management application is able to initiate, release data communication for possession related data of a certain track section.

6.x.2.2
Pre-conditions

The initiator (Controller(s), trackside maintenance personnel, ground system) is authorised to initiate the possession management data communication. 
6.x.2.3
Service flows

The possession management application on the FRMCS equipment initiates the possession management data communication towards the the track possession management system.

6.x.2.4
Post-conditions

The communication for possession management has been established among the FRMCS users.

Application data can be exchanged between the possession management application and the possession management system.

6.x.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.x.2-001]
	The FRMCS system shall be able to support the transfer of messages to/from an authorised FRMCS equipment identity, FRMCS user identity or functional identity with a QoS, priority and setup time as defined in (See 12.10) to/from an external system.
	A
	
	[Needs analysis]
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