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1. Overall Description:
SA1 thanks CT1 for their reply LS on unified Access Control for 5G NR. SA1 is pleased to provide the following clarifications.
Question 1: In EPS, according to TS 22.011, a UE configured for EAB initiating an emergency call shall ignore any EAB information that is broadcast by the network. Is CT1's understanding correct that according to TS 22.261 the priority between access category 2 (delay tolerant service) and access category 3 (emergency) has been reverted, i.e. a UE configured for delay tolerant service initiating an emergency call shall use access category 2 (instead of 3)?
SA1 reply 1: SA1 has agreed the attached CR which clarifies that the emergency access category takes precedence over the access category for a delay tolerant service.

Question 2: What is the relationship between the terms “configured for EAB” and “configured for delay tolerant service”? Are they equivalent terms or are they referring to exactly the same configuration”?  
SA1 reply 2: SA1 has agreed the attached CR which clarifies that “configured for delay tolerant service” is comparable to “configured for EAB”. The terminology ‘configured for delay tolerant service’ was used to clearly indicate that the 5G solution is expected to be aligned with the 5GC rather than EPC.
Question 3: Are stage-1 requirements specified in TS 22.011 subclause 4.3.4 "Extended Access Barring" and in TS 22.011 subclause 4.3.1 "Access Class Barring" applicable in 5GS?
SA1 reply 3: SA1 has agreed the attached CR which clarifies that while the semantics of access classes in range 11-15 (defined in subclause 4.2 of TS 22.011) and their applicability (defined in subclause 4.3.1 of TS 22.011) are maintained in the 5GS, other access control requirements, including those on ACB and EAB, are replaced by the unified access control.
Question 4: Is there any requirement to perform the access control for “operator-defined access categories” for roaming UEs?

SA1 reply 4: The agreed text in TR 22.261 explicitly states that roaming UEs are excluded from operator defined access categories.  Specifically, the entry in Table 6.22.2-1 for categories 32-63 indicates ”All except for the cases of access categories 1-2 and except for roaming-UEs”
Question 5: What are the criteria for determination that an access attempt is to be categorized to an operator-defined access category?
SA1 reply 5: The criteria for determining an access attempt is categorized as an operator defined category is as follows:

1) The operator defines a category (e.g., a network slice), including the conditions related to UE and type of access attempt, per table 6.22.2-1 in TS 22.261 
2) The operator provides barring information parameters for that category
3) The UE is provisioned by the operator to recognize the category
4) The UE is being served by the HPLMN
As indicated in the agreed CR, operator defined categories are optional.  If none are defined, only standardized access categories apply for an access attempt.

Question 6: When there are several access categories (e.g. an operator-specific category and a standardized access category) to which an access attempt can be categorized, are all these access categories considered applicable to the access attempt, or shall the UE select only one of them, and if so, based on which selection criteria?
SA1 reply 6: SA1 has agreed the attached CR which clarifies that only one access category applies to an access attempt.  

Question 7: Is it correct the understanding that UAC should be applied for network slicing? It seems that the current text in TS 22.261 refers only to operator-defined access categories. Shall also standardized access categories be considered?
SA1 reply 7: At this time, the operator-defined access categories may be used for slice based access control.  If or when standardized slices are required, standardized access categories may be applicable for those slices.
Question 8: What does “(e.g. new session request)” in “at the time of initiating a new access attempt” mean?

SA1 reply 8: SA1 has agreed the attached CR which clarifies a new access attempt by a UE.
2. Actions:

To CT1 and RAN2 groups.

ACTION: 
SA1 asks CT1 and RAN2 to take note of SA1's clarifications.
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