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	Reason for change:
	The remote UE can connect to 3GPP network via another UE as a relay UE. It depends on the operator’s policy to bill the relay UE or the remote UE. Hense, the charing information for this case shall clearly show the remote UE and the relay UE information.
The requirement above is not explicitely stated in TS 22.261. It is proposed to clarify it in TS 22.261.

	
	

	Summary of change:
	It is clarified that 5G system support collection charing information containing the remote UE and relay UE information.
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Charging aspects

The following set of requirements complement the requirements listed in 3GPP TS 22.115 [11]. The requirements apply for both home and roaming cases. 
The 5G core network shall support collection of all charging information on either a network or a slice basis.
The 5G core network shall support collection of charging information for alternative authentication mechanisms.
The 5G core network shall support collection of charging information associated with each serving MNO when multi-network connectivity is used under the control of the home operator.

The 5G core network shall support charging for services/applications in an operator’s Service Hosting Environment.

The 5G core network shall support charging for content delivered from a content caching application.

The 5G core network shall support collection of charging information based on the access type (e.g., 3GPP, non-3GPP).The 5G core network shall support collection of charging information based on the slice that the UE accesses.
The 5G core network shall support collection of charging information based on the capacity and performance metrics.
The 5G core network shall support collection of charging information for remote UE and relay UE in case of indirect network connection. The chaging information shall be able to clearly show the remote UE information and the relay UE information.
