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****************************************1st Change***********************************************

6.6.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.6.2-001]
	The FRMCS System shall be able to initiate data communication for Trackside Maintenance Warning System to FRMCS Users upon a request from a functional identity entitled to raise such communication.
	A
	22.282
	Covered by R-5.2.2-XXX, 5.3.2-XXX, , R-5.4.2-XXX, 5.5.2-XXX 

	[R-6.6.2-002]
	For Trackside Maintenance Warning System the FRMCS System shall provide QoS, priority and communication setup time as defined in [Reference to QoS section 12.10].
	A
	22.280
	Covered by [R-5.1.7-002] The MCX Service shall provide a mechanism to prioritize MCX Service Group Communications based on the priorities associated with elements of the communication (e.g., service type, requesting identity, and target identity).

	[R-6.6.2-003]
	The FRMCS System shall be able to select FRMCS users to deliver the Trackside Maintenance Warning to based on their functional identity and the their location. 
	A
	22.280
	Covered by [R-6.6.4.2-002a], [R-6.6.5.2-007] ]


*************************************End of Change***********************************************

********************************Begin next Change***********************************************

6.6.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.6.3-001]
	The FRMCS System shall be able to terminate the Trackside Maintenance Warning System data communication upon a request received from the functional identity that initiated the Trackside Maintenance Warning System data communication. 
	A
	22.282
	Covered by [R-6.2.3-001], [R-6.2.3-013] 


*************************************End of Change***********************************************

********************************Begin next Change***********************************************

6.17.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.17.2-001]
	The FRMCS Equipment shall be able to integrate the Driver Safety Device (DSD).
	T/A
	
	Outside scope of 3GPP

	[R-6.17.2-002]
	Triggering the Driver Safety Device (DSD) the FRMCS User related to the DSD shall be able to establish a non-pre-emptible data communication,  that matches with QoS category CRICTICAL DATA (see QoS section), to FRMCS Users in the same area i.e. trains, controller and/or an train management system.
	A
	
	 Covered by 22.282-5.2.2-XXX, 5.3.2-XXX, R-5.4.2-XXX, 5.5.2-XXX, 22.280 [R-5.1.7-002], [R-6.6.4.2-002a], [R-6.6.5.2-007]

	[R-6.17.2-003]
	The FRMCS System shall be able to forward the Driver Safety Device trigger to the Controller or external systems e.g. train operation management.
	A
	22.280
	 [R-5.1.7-002], [R-6.6.4.2-002a], [R-6.6.5.2-007]

	[R-6.17.2-004]
	Upon request by an authorised FRMCS user at the ground or the train, the FRMCS System shall be able to establish a non-pre-emptible voice communication.
	A
	22.280
	 Covered by [R-5.1.7-002], [R-5.6.2.2.1-006], [R-6.8.1-002], [R-6.8.1-003]

	[R-6.17.2-005]
	The FRMCS system shall determine the responsible FRMCS Users (e.g. trains, controllers or train management system) based on.

· location information, instantaneous velocity and direction of the concerned train (DSD trigger active) 

· functional identity associated with the Driver Safety Device

· responsible controller
	A
	22.280
	 [R-5.1.7-002], [R-6.6.4.2-002a], [R-6.6.5.2-007]

	[R-6.17.2-006]
	Upon request by the Driver Safety Device (DSD), authorised FRMCS Users or authorised external systems, the FRMCS System shall terminate the data communication related to the DSD.
	A
	22.282
	 Covered by [R-6.2.3-001], [R-6.2.3-013]

	[R-6.17.2-007]
	For On-train safety device to ground communication, the communication shall be recorded by the recording and access to recorded data application.
	A
	22.280
	[ [R-6.15.4-XXX]


*************************************End of Change***********************************************

********************************Begin next Change***********************************************

6.22.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.22.2-001]
	The FRMCS System shall enable FRMCS User to transfer incoming voice communications based on different criterias
	A/T
	22.280
	 [R-5.19.2-004]

	[R-6.22.2-002]
	The FRMCS System shall support the transfer of incoming voice communications based on following criterias:

· Unconditional;
· When not reachable;

· Busy;

· Not answering;
	A/T
	22.280
	 [R-5.19.2-004]

	[R-6.22.2-003]
	The FRMCS System shall be able to support configurable time when the FRMCS User is busy and shall be able to support configurable time when the FRMCS User is not answering
	A/T
	22.280
	 [R-5.19.2-005]

	[R-6.22.2-004]
	The FRMCS System shall support the transfer of incoming voice communications for user-to-user.
	A/T
	22.280
	 [R-5.19.2-002]

	[R-6.22.2-005]
	The FRMCS System shall be aware of the busy condition of the targeted FRMCS user to forward the incoming voice communication to another FRMCS User.
	A/T
	22.280
	 [R-5.19.2-004]


*************************************End of Change**********************************************
********************************Begin next Change***********************************************

6.22.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.22.3-001]
	The FRMCS System shall enable FRMCS User to transfer ongoing voice communications.
	A/T
	22.280
	 [R-5.19.2-002]


*************************************End of Change***********************************************
********************************Begin next Change***********************************************

6.22.4.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.22.4-001]
	The FRMCS System shall allow FRMCS User to forward of incoming voice communications and transfer of ongoing communication to GSM-R User using the applicable the addressing scheme.
	A/T
	22.280
	 [R-5.19.2-006]


*************************************End of Change***********************************************
