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	Reason for change:
	When trains need assistance due to any operational reason, some assisting trains can be coupled to the assisted train, forming a single train. Drivers from the assisted trains need to be notified when the assisting driver (de)registers to the assisted train, prior to communicate together.

	
	

	Summary of change:
	Adding capability of the FRMCS System to notify a group of FRMCS Users when a specific functional identity is successfully (de)registered.
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******************************************************************************************
Start of 1st change

************************************************************************************************
9.3.3.4
Post-conditions

In case of successful registration, the FRMCS-user or the FRMCS-equipment can be reached based on the functional identity. The FRMCS-user or the FRMCS-equipment can be registered to different functional identities. The FRMCS-user or the FRMCS-equipment are also reachable by using the FRMCS Equipment Identity, the FRMCS User Identity (if logged in) and its subscriber identity.
In case of successful registration and based on system configuration, the FRMCS System should be able to notify a specific group of FRMCS User(s) and/or FRMCS Equipment registered to functional identity(ies) with similarities in the structure of the successfully registered functional identity.
If the FRMCS System has not accepted the registration, the FRMCS-user or the FRMCS-equipment cannot be reached on a particular functional identity.
******************************************************************************************
End of 1st change

******************************************************************************************

******************************************************************************************
Start of 2nd change

************************************************************************************************
9.3.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.3.3-001]
	The FRMCS-user or the FRMCS-equipment shall be able to register to a functional identity.
	A
	
	[Needs analysis]

	[R-9.3.3-002]
	To select from, the FRMCS System shall provide the FRMCS-user or the FRMCS-equipment a list of functional identities. The list contains functional identities based on a certain context, like location of the user, operational schedule, etc. The FRMCS-user or the FRMCS-equipment shall also be able to perform a registration of an unlisted functional identity.
	A
	
	[Needs analysis]

	[R-9.3.3-003]
	The FRMCS System shall inform the FRMCS-user or the FRMCS-equipment of the outcome of the registration request.
	A
	
	[Needs analysis]

	[R-9.3.3-004]
	In the case the functional identity is already in use, the FRMCS System shall advise the FRMCS-user or the FRMCS-equipment about options to 

•
cancel the registration, 

•
take over the functional identity 

•
register as an additional identity.
	A
	
	[Needs analysis]

	[R-9.3.3-005]
	The FRMCS System shall be able to register a FRMCS-user or the Railway Subsystem without human intervention. For example, automatic registration can be initiated by: 

•
user identification

•
operational conditions, like schedules when entering the train (for example by using Near Field Communication, Smart Card etc.)

•
location 

•
time 

•
recent activity 

•
Smart cards or RFID tokens in the vicinity of the UE

•
FRMCS Equipment Type
•
etc.
	A
	
	[Needs analysis]

	[R-9.3.3-006]
	The FRMCS System shall support multiple functional identities per FRMCS User or FRMCS Equipment.
	A
	
	[Needs analysis]

	[R-9.3.3-007]
	The FRMCS System should be able to notify a specific group of FRMCS User(s) and/or FRMCS Equipment registered to functional identity(ies) with similarities in the structure of the successfully registered functional identity.
	A
	
	[Needs analysis]


******************************************************************************************
End of 2nd change

******************************************************************************************

******************************************************************************************
Start of 3rd change

************************************************************************************************
9.3.4.4
Post-conditions

If the FRMCS System has deregistered the functional identity, the previously registered FRMCS-user(s) or FRMCS-equipment are not any longer reachable on this particular functional identity.
If the FRMCS System has deregistered the functional identity and based on system configuration, the FRMCS System should be able to notify a specific group of FRMCS User(s) and/or FRMCS Equipment registered to functional identity(ies) with similarities in the structure of the successfully deregistered functional identity.
If the FRMCS System was unable to deregister the functional identity, the actually registered FRMCS-user or FRMCS-equipment remains active and can be reached on this functional identity.

In addition, the FRMCS User is reachable using the FRMCS Equipment Identity, its user identity (if logged in) and its subscriber identity.

******************************************************************************************
End of 3rd change

******************************************************************************************

******************************************************************************************
Start of 4th change

************************************************************************************************
9.3.4.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.3.4-001]
	The FRMCS-user or the FRMCS-equipment shall be able to deregister from a functional identity.
	A
	
	[Needs analysis]

	[R-9.3.4-002]
	During the deregistration process, the FRMCS System shall provide a list of functional identities to the FRMCS-user or the FRMCS-equipment, to select for deregistration.
	A
	
	[Needs analysis]

	[R-9.3.4-003]
	The FRMCS-user or the FRMCS-equipment shall also be able to perform a deregistration of a functional identity that might not be part of the list provided by the FRMCS System. Then a manual input is required by the FRMCS User.
	A
	
	[Needs analysis]

	[R-9.3.4-004]
	The FRMCS System shall inform the FRMCS-user or the FRMCS-equipment about the outcome of a deregistration request.
	A
	
	[Needs analysis]

	[R-9.3.4-005]
	At any time, the Railway Subsystem of the FRMCS System shall be able to deregister any functional identity.

 An automatic deregistration request can be based on:

•
user identification

•
operational conditions, like schedules when entering the train (for example by using Near Field Communication, Smart Card etc.)

•
location 

•
time 

•
recent activity 

•
Smart cards or RFID tokens in the vicinity of the UE

•
FRMCS Equipment Type
•
etc.
	A
	
	[Needs analysis]

	[R-9.3.4-006]
	The FRMCS System should be able to notify a specific group of FRMCS User(s) and/or FRMCS Equipment registered to functional identity(ies) with similarities in the structure of the successfully deregistered functional identity.
	A
	
	[Needs analysis]


******************************************************************************************
End of 4th change

******************************************************************************************

