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******************************************************************************************
Start of 1st change

******************************************************************************************
5.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-5.3-001]
	The FRMCS Application shall be capable to perform a self-test and inform the user about the results.
	A
	N/A
	Implementation requirement


******************************************************************************************
End of 1st change

******************************************************************************************

******************************************************************************************
Start of 2nd change

******************************************************************************************
5.4.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-5.4-001]
	When a FRMCS Equipment registers to the FRMCS System, the FRMCS Equipment capabilities are activated and the FRMCS Equipment shall be reachable by its FRMCS Equipment Identity.
	A
	N/A
	Implementation requirement


******************************************************************************************
End of 2nd change

******************************************************************************************

******************************************************************************************
Start of 3rd change

******************************************************************************************
5.5.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-5.5-001]
	When the UE is about to be powered down, a FRMCS-user logged into the FRMCS System shall be logged off first.
	A
	N/A
	Implementation requirement

	[R-5.5-002]
	By logging off the functional Role of a FRMCS-user shall be deregistered from the FRMCS System.
	A
	N/A
	Implementation requirement

	[R-5.5-003]
	After logging off the FRMCS-user, the FRMCS Equipment capabilities shall be deactivated and the FRMCS Equipment shall be removed from the FRMCS System.
	A
	N/A
	Implementation requirement


******************************************************************************************
End of 3rd change

******************************************************************************************

******************************************************************************************
Start of 4th change

******************************************************************************************
5.6.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-5.6-001]
	When the UE is uncontrolled powered down, a FRMCS-user logged into the FRMCS System shall be logged out from the FRMCS System.
	A
	N/A
	Implementation requirement

	[R-5.6-002]
	By logging out the functional Role of the FRMCS-user shall be deregistered from the FRMCS System.
	A
	N/A
	Implementation requirement


******************************************************************************************
End of 4th change

******************************************************************************************
