Page 1



3GPP TSG-SA WG1 Meeting #84 
S1-183080
Spokane, WA, USA, 12 - 16 November 2018
(revision of S1-18xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	22.889
	CR
	0114
	rev
	-
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Adding gap analysis information for 9.17

	
	

	Source to WG:
	UIC

	Source to TSG:
	S1

	
	

	Work item code:
	FS_FRMCS2
	
	Date:
	2018-10-31

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	For several reasons gap analysis information has not been included yet to most of the use cases in 22.889. 

As the introduction of a large number of requirements to normative specs is now stabilising, updating the requirements tables to reflect the findings of the gap analysis is less prone to subsequent changes and thus can be done now.

	
	

	Summary of change:
	Adding gap analysis information

	
	

	Consequences if not approved:
	Confusion and unclarities for the reader. (There are a lot of non 3GPP readers who use this TR as a entry point to understand railway communication)

	
	

	Clauses affected:
	9.17.2.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	None


******************************************************************************************
Start of 1st change

******************************************************************************************
9.17.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.17.2.5-001]
	For Key management communication, the communication shall be considered to be user-to-user data communication.  
	A
	
	[Need analysis]

	[R-9.17.2.5-002]
	For Key management communication, the initiating and the receiving application on the FRMCS equipment shall be able to be authorised to initiate the Key management communication. This shall be managed by the authorisation of data communication application.
	A
	
	[Need analysis]

	[R-9.17.2.5.2-003]
	For Key management communication, the initiating application on the FRMCS equipment (e.g. on-board of the train or the key distribution centre at the track side) shall be able to initiate the Key Management data communication to the receiving side on the FRMCS equipment (e.g. key distribution centre at the trackside or on-board of the train). The QoS profile of the communication shall be managed by the QoS Profile application. The data communication shall be able to request the QoS profile which matches the application category of CRITICAL DATA (see [QoS]) within the FRMCS system, depending on the application needs. 
	A
	
	[Need analysis]

	[R-9.17.2.5-004]
	For Key management communication, the FRMCS system shall be able to establish the bearer service required for the data communication within a setup time specified as IMMEDIATE (see [QoS]). 
	A
	N/A
	See sub-clause 12.10.

	[R-9.17.2.5-005]
	For Key management communication, the arbitration shall be managed by the arbitration application on the FRMCS equipment. 
	A
	
	[Need analysis]

	[R-9.17.2.5-006]
	For Key management communication, the communication shall be recorded by the recording and access to recorded data application. 
	A
	
	[Need analysis]
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