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12.12.5
Potential requirements and gap analysis
	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.12-001]
	The FRMCS System shall provide a mapping between FRMCS Equipment Identity and the train number.
	A
	22.280
	 This requirement is covered by [R-5.9a-018] of 22.280

	[R-12.12-002]
	The FRMCS System shall be able to maintain a secure data channel for the train status monitoring communication.
	A
	22.280
	This requirement is covered by [R-5.12-001] and [R-5.12-009] of 22.280

	[R-12.12-003]
	The FRMCS should be able to define a minimum bandwidth of video monitoring.
	A
	x
	[The QoS level of FRMCS-specific cases of train status monitoring needs to be defined.]

This requirement should be considered with section 12.10 together.

	[R-12.12-004]
	The FRMCS should be able to define a minimum delay time of communicating the train status monitoring.
	A
	x
	[The QoS level of FRMCS-specific cases of train status monitoring needs to be defined.]
This requirement should be considered with section 12.10 together.

	[R-12.12-005]
	The FRMCS should be able to define a minimum delay time of communicating the moving authority data.
	A
	x
	[The QoS level of FRMCS-specific cases of train status monitoring needs to be defined.]
This requirement should be considered with section 12.10 together.


------------------------------------------ 1st changed section end ---------------------------------------

