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5.18
GSM and UMTS cells in the same registration area

The concept of GSM and UMTS cells in the same registration area was introduced in order to minimize location update signaling when changing between GSM and UMTS systems. Especially, the lack of UMTS coverage, e.g. in-building coverage in urban or suburban areas, can lead mobiles frequently changing between GSM and UMTS systems. In such case, the common registration area concept is anticipated to reduce the signaling compared to GSM and UMTS cells in different registration areas. 

Currently GPRS routing area updates cause serious disruption to the user plane traffic. This was acceptable in GPRS only because routing area updates would be rare events which should only occur at the borders of large, well planned geographic areas. 

If GSM and UMTS routing areas are overlaid, it can be expected that many mobiles will change routing areas at rates greater than in GPRS. In such cases the (negative) impact on the quality and throughput of the data will be very significant. Placing UMTS and GSM cells in the same RA greatly alleviates this effect.

If the core network does not use the Gs interface then, while the mobile is performing a routing update in the GSM cell the mobile will not be pageable from the MSC. Frequent routing area updates will have a serious effect on mobile terminating call success rates. Note that implementing the Gs interface only really helps in the case that the GSM and UMTS cells use the same SGSN. Therefore, this pageability problem disappears when the UMTS and GSM cells are in the same RA.

Third generation needs to offer higher quality (eg higher MT call success rate) than second generation. Hence the capability to have GSM and UMTS cells in the same Registration Area is needed for at least CS traffic.

5.18.1
Open issues 

The following open issues, opportunities and challenges have been identified concerning this concept:

a) Security. 

In UMTS both MS authentication and network authentication is planned to be implemented. Some solutions have been proposed for MS authentication, ciphering and integrity check during change from GSM to UMTS but not any for network authentication. However, all these issues need to be resolved in order to perform handover between UMTS and GSM (either on the MSC, or, on the SGSN side, or both) so it is a requirement that the issue is solved.

b) Network service capabilities. 

The availability of network service capabilities should be indicated to the end user somehow in order to offer confidence in the cellular service. However, any communication that starts in GSM cells needs to be easily transferable to UMTS cells, and vice versa. Usage of a UMTS cell does not guarantee any particular data rate: the data rate will vary with, at least, range, load on the cell and interference levels. Thus merely being camped on a GSM or a UMTS cell will give no real indication of the services available from that PLMN - this is irrespective of whether or not the cells are in the same or different registration areas. 

The most likely source of ‘network service capability’ information will come from the core network. As the mobile contacts the core network whenever it does a registration update, it seems sensible that we allow network operators the option to send “network service capability” information in MM (and GMM) messages sent to the mobile.

c) Terminal capabilities 

Terminal capabilities have some affect on the service availability e.g. in a situation where a dualmode terminal makes an attach in UMTS and later on moves into GSM cell. If mobile is PS and CS attached in UMTS, it may need to detach either CS or PS in GSM (e.g. class C mobile).
d) Idle mode control

Within a particular visited network it can be expected that the Core Network will restrict some subscribers to only UMTS cells, restrict others to only GSM cells, and permit some to use both types of cell. 

Mobility Management signalling (MM and GMM) needs to be developed so that the (dual mode) mobiles in idle mode adapt their cell reselection procedures according to the Core Network’s instructions.

e) Paging channels

When GSM and UMTS cells are in the same common registration area, the overall paging channel capacity is given by the minimum of the GSM paging channel capacity and the UMTS paging channel capacity. If the capacity of the two channels cannot be configured so that the UMTS paging capacity is larger or equal to that of the GSM channel, then paging capacity will be wasted. Note that UMTS paging channels with larger capacity than GSM paging channels probably do not cause any inefficiency (because under occupancy of the UMTS paging channel probably only leads to less radio energy being transmitted). Hence it is expected that UMTS paging channel capacity need to exceed or equal that offered by the GSM radio interface (in the cases of a GSM combined control channel and the case of a single GSM non-combined control channel). Note that this is relevant for both CS and PS domains. 

In any case, in a common registration area GPRS pages are always sent also via UMTS paging channel, due to the nature of GPRS paging (CN paging). This may have some impact on paging channel capacity needed in UMTS. 

5.19 Use of Single MSISDN for CS and PS Voice Services

5.19.1
Introduction

Within release 99 it is a working assumption that existing and future multimedia protocols can be supported by the UMTS CC/SM as application layer protocols.  Where terminals support voice over both CS and PS domains, MT calls currently would require separate MSISDNs.  It is desirable to allow the use of a single MSISDN and allow the network to determine how to route the calls.  The mechanisms described below allows the use of a single MSISDN.  The mechanism shall not restrict the network to only supporting a single MSISDN.

5.19.2 Option 1
In overview, when an incoming call arrives from the PSTN, GMSC (gateway MSC) sends an enquiry, via HLR, to the VLR for the MSRN in order to route the call request to the serving MSC. Upon receiving this enquiry from HLR (containing the MSISDN of the called UE), VLR should be able to assign a MSRN based on the decision on how to terminate the call, i.e., either via CS or PS domain. The MSRN assigned will be different (in prefix, for example) so that the ISUP message can be sent to the serving MSC or the serving GK correspondingly.
In order to provide the capability for a user to be contactable for voice services via CS or PS domain using the same MSISDN, two enhancements are for-seen to the VLR.   

· VLR needs to be able to store the UE’s capability as a VoIP terminal, and user’s preference of accepting a call via VoIP or CS call.


· VLR should be able to assign a MSRN based on the decision on how to terminate the call, i.e., either via CS or PS domain. The MSRN assigned will be different (in prefix, for example) so that the ISUP message can be sent to the serving MSC or the serving GK correspondingly.    

Furthermore, each GK shall be associated with a single VLR, and shall be required to support a MAP-B (VLR-MSC) like interface. A VLR may however be associated with multiple GK.
Figure X illustrates in greater detail how the single number and path selection can be supported. It shows a scenario of incoming call from PSTN/ISDN domain to a roaming UE. The message flow is as follows:

1. Call request from ISDN in ISUP message, which contains MSISDN of the called party.

2. GMSC gets the request and issues a enquiry to HLR.

3. HLR, knowing the called UE is roaming, issue a enquiry to the VLR in the visiting network.

4. The VLR replies with a MSRN, which is associated with GK/Signalling-Gateway interface or MSC interface, depending on the path selected. 

5. HLR relays the MSRN back to GMSC.

6. GMSC continues to route the call to the MSC or GK/SG in the visiting network:

6a: if the CS path is selected (reflected by the MSRN returned), the call is routed to the MSC. The message flows after that is not shown.

6b: if the PS path is selected, the call is routed to the GK/SG via PSTN/ISDN. The GK will then setup a call to the UE over PS domain via a PSTN/IP gateway. The message flow between GK and UE is not shown.
7. If the PS path is selected, the GK shall contact the VLR in order to provide the mobile identity (IMSI) for the MSRN.  
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Step 7 could further be enhanced to provide subscriber information pertaining to supplementary services, hence allowing common services to be provided to the user, regardless of the path (CS or PS) used to route the call. 
5.19.3 Option 2

When an incoming call arrives from the PSTN, GMSC (gateway MSC) sends an enquiry to get a MSRN in order to route the call request to the servingnode. Upon receiving this enquiry from GMSC (containing the MSISDN of the called UE), HLR should be able to determine VLR that will assign a MSRN. This HLR determination of the VLR is based on the decision on how to terminate the call, i.e., either via CS or PS domain. The MSRN assigned will be different (in prefix, for example) so that the ISUP message can be sent to the serving MSC or the serving GK/FS correspondingly.

In order to provide the capability for a user to be contactable for voice services via CS or PS domain using the same MSISDN, two enhancements are for-seen to the HLR.   

· HLR needs to be able to store 

· the user’s rights to use speech services using CS and / or  PS domain 

· user’s preference of accepting a call via VoIP or CS call.


· Upon user’s subscription and  preference and upon the registration status of the UE (either registered on a MSC, on a GK or on both), the HLR chooses a VLR (either VLR of the MSC or VLR of the GK) whom to request a roaming number from. If due to user detach or due to internal load, the first chosen VLR does not allocate a roaming number, then the HLR requests (if allowed by user’s subscription) a roaming number from the VLR of the other domain (if the address or the VLR of the other domain is known to the HLR)

Figure X illustrates in greater detail how the single number and path selection can be supported. It shows a scenario of incoming call from PSTN/ISDN domain to a roaming UE. The message flow is as follows:

1. Call request from ISDN in ISUP message, which contains MSISDN of the called party.

2. GMSC gets the request and issues an enquiry to HLR.

3. HLR, knowing where the called UE is roaming as well as the user’s subscription and preferences, determines the VLR associated with GK/Signalling-Gateway interface (3b) or MSC (3a) in the visiting network and issues an enquiry for a roaming number.

4. The VLR replies with a MSRN. (4a if the VLR is the VLR of the MSC, 4b if it is the VLR of the GK) 

5. HLR relays the MSRN back to GMSC.

6. GMSC continues to route the call to the MSC or GK/SG in the visiting network:

6a: if the CS path is selected (reflected by the MSRN returned), the call is routed to the MSC. The message flows after that is not shown.

6b: if the PS path is selected, the call is routed to the GK/SG via PSTN/ISDN. The GK will then setup a call to the UE over PS domain via a PSTN/IP gateway. The message flow between GK and UE is not shown.
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The VLR of the GK had previously updated its location  to get subscriber information pertaining to supplementary services, hence allowing common services to be provided to the user, regardless of the path (CS or PS) used to route the call and to give its address to the HLR.
5.19.4 Option 3

This chapter describes an architecture and exemplifying call flows for inter-service roaming for Telephony as classical TeleService Speech in GSM/UMTS networks and Telephony as the voice component of a MultiMedia service. The chapter is intended to show the reasons and principles of the proposed architecture. 
Terminology

· Personal Number Domain. An optional architecture that is overlaid over the GSMisdn Domain and the IP MultiMedia Domain to support user reachability according various criteria such as Network domain attachment(s), user preferences, incoming traffic characteristics etc. 

· Personal Number Service. The service supporting reachability across Network Domains. 

· Personal Number Function (PNF). The function performing the routing control. 

· InterroGation Function (IGF). A call processing function that routes call to the appropriate Network Domain based on interrogation of the Personal Number Function. 

Architectural overview:
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The Personal Number Domain architecture 

Here it is proposed to provide this functionality overlaid as a Personal Number service, typically occurring in the home environment. The reason for this is to keep as loose as possible coupling between the GSMisdn Domain and the IP MultiMedia domain. The aim is to avoid disturbing the user experience in the tremendous growth in GSMisdn Domain deployment  and to avoid restrictions and delays for the development of the IP MultiMedia domain. The need for the functionality may vary as coverage for the IP MultiMedia service becomes more complete- looking to a distant future, this overlaid routing function may not be needed at all. Seen from the all IP network, the GSM Speech fall-back could be seen as an architectural exception, however for years to come commercially very important. 

Based on these extensive flexibility requirements we propose the overlaid approach rather than to implement the functionality into the core of both Network Domains. Thus we have rejected any solution where the IP MultiMedia Domain regards the GSMisdn network as a visited network due to associated complex mappings user profiles. The reason is the necessary freedom for new innovative add-on services within the IP MultiMedia Domain which would become impossible to map transparent enough into GSMisdn services. 

In line with the VHE/OSA approach, we propose to implement capabilities in both domains to report routing impacting events to the Personal Number Domain. This may also be complemented by direct (network transparent) interaction from the mobile or the user. 

This approach allows for maximum control power to the home environment on the design of the routing algorithms, to make them customised per user, to change them by time etc. Even if use of a single reachable number creates the need, nothing restricts using the concept for other cases as well and even expand it to a full fledged add-on services/applications concept, as desired by each operator

It is also assumed that the Personal Number Domain is regarded optional in the architecture. e.g. for a situation where there is not need for a fall-back from the IP MultiMedia service to the GSMisdn Domain Teleservice Speech, the discrimination of users to various IP accesses shall also be possible within the IP Multimedia domain. 

The Personal Number Domain is suggested as a call processing Personal Interrogation Function linked into the call chain (thus not excluding sequential or parallel hunting algorithms) and a Personal Number Function hosting the user preferences, visited network domain(s) etc. as well as the algorithms for routing decisions. Thus, the service can be introduced with minimal coupling to the Network Domains. The needed adaptation of the served underlying networks is the capabilities to report routing impacting events to the Personal Number Function. This approach is aligned with the VHE/OSA concept of UMTS and allows for re-using these capabilities for any kind of services/applications.
The Personal Interrogation Function may not be identical when interfacing the GSMisdn Domain and the IP MultiMedia domain due to the very different environment, these details are for further study. 
Call handling

In the next following sections a few principle call scenarios are shown to highlight how packet and circuit calls interact with respect to the one MSISDN concept. In the examples that follow, H.323 is named just as an IP multimedia example.

It is here assumed that the home PLMN makes the interrogation towards the Personal Number service, which determines the called user’s call reception point preference based on a one MSISDN scheme. The split of CSCF into a visiting and home CSCF has not been considered herein. Optimal routing is not considered either, but remains for further study.

Registration of a CS/PS Mobile Terminal in an R00 Network
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Above is shown how a CS/PS mobile terminal e.g. at power on makes three types of registrations. One is a circuit registration, one is a GPRS registration, and one is an IP multimedia e.g. H.323 registration. The latter is done within the GPRS user plane. The HLR indicates to the Personal Number Function that the user is available for CS speech calls. The CSCF indicates to the Personal Number Function that the user is available for IP multimedia voice calls. 
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PSTN -> Mobile Subscriber IP Multimedia Voice Call

Above figure shows an incoming call from PSTN to a mobile subscriber who wants telephony calls as IP multimedia voice calls. The SSP together with the CSE/SCE functions makes up the IGF as described above in chapter 1. Of course the SSP can be realised as an SSF within some other network element.

1) Incoming call from PSTN is received in the SSP

2) SSP informs CSE/SCF

3) CSE/SCF interrogates the personal number server for routing instructions based on incomming MSISDN. 

4) A routing number is returned (MSISDN with IP multimedia prefix) in SSP which forwards the call to the SGW

5) SGW translates ISUP/STM to ISUP/IP towards MGCF

6) MGCF allocates resources from the MGW

7) MGCF translates the ISUP signalling to H.323 towards CSCF/GK

8) CSCF/GK checks the user’s service profile and thereafter routes the IP MM call over GPRS onto the terminal. 

PSTN -> Mobile Subscriber Roaming in a GSM Only Network
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Above figure shows an incoming speech call from PSTN to a mobile subscriber who is registered under a GSM only PLMN.

1) Incoming call from PSTN is received in the SSP

2) SSP informs CSE/SCF

3) CSE/SCF interrogates the personal number server for routing instructions based on MSISDN

4) A routing number (MSISDN with CS prefix) is returned in SSP which forwards the call to the GMSC

5) GMSC requests routing information from HLR

6) HLR requests roaming number from VLR

7) HLR returns a roaming number to GMSC

8) GMSC forwards the call via PSTN to the destination NW
6
Interoperability between GSM and UMTS

· Transparency [from a users perspective] of roaming and handover

· Re-use of existing subscription profiles

Note: This list is not exhaustive and is FFS.

This allows easier management and deployment of a new UMTS network.

UMTS is a system supporting handovers between GSM and UMTS in both directions. To support these handovers effectively, the following is required from a dual mode MS/UE supporting simultaneous ISDN/PSTN and packet service in GSM/UMTS: 

Depending upon the solution adopted for GSM-UMTS handover, the MS/UE supporting simultaneous ISDN/PSTN and packet service may be required to perform appropriate update into CN depending on the activity of the UE once the handover between GSM and UMTS is completed. This update is needed to avoid any severe interruptions on the accessibility of packet services after the handover.
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