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Abstract of the contribution: Text is proposed for the evaluation section of the FPI solution.
Proposal

We propose to add the following text to the evaluation section of the FPI solution in TR 23.705.
--------------------------------START CHANGE--------------------------------------------

6.2.1.4
Solution evaluation


Advantages: 
-
Achieves congestion mitigation by prioritization of traffic marked as important over unmarked traffic and by prioritization of unmarked traffic over traffic marked as not important.

-
Does not require the marking of all traffic.
-
Allows for differentiation in traffic prioritization beyond the granularity possible with standardized QCIs.

-
Allows for differentiation in traffic prioritization of traffic with the same QCI.

-
Avoids the need for fast and fine-granular feedback about RAN congestion to CN for realizing traffic prioritization at the PCEF/TDF.
-
Prevents RAN node underutilization as the available capacity will always be used (if downlink traffic is available).
-
Category scheme and minimum downlink bit rate (and optionally maximum downlink bit rate) configuration improves predictability of RAN node behaviour during congestion and allows alignment with enforcement policies in CN.
-
Definition of FPI as scalar referring to parameters configured at the RAN node enables functional extensions in the future.
-
Prevents the establishment of dedicated bearers for the purpose of traffic prioritization during congestion (i.e. for traffic having similar or identical QoS requirements in non-congestion situations).
-
No impact on UE (neither functional nor performance).
Disadvantages:
-
Usage of FPI increases complexity of RAN scheduler and AQM functionality. 
-
Impacts User Plane signaling (GTP header or IP header).
Additional considerations:

-
If DSCP is used to transfer FPI, the possible value range is limited to 16 values (and the UE gets aware of the FPI values set by the operator).
-
No support for application layer or content-level optimization or adaptation mechanisms.

--------------------------------END CHANGE--------------------------------------------
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