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Abstract of the contribution: This P-CR proposes a solution for ProSe Direct Discovery Model B.
.
1 Introduction
This P-CR proposes a solution for ProSe Direct Discovery Model B.

2
Proposal
The solution described above is proposed to be included in TR 23.713.

* * * First of Change * * *

8.1.X
Enhancement Solution X: ProSe Direct Discovery Model B
8.1.X.1
Functional Description
This solution addresses the ProSe Direct Discovery Model B: the discoverer UE sends information about the discoveree UEs that would like to receive responses from, e.g. the information can be about a ProSe Application Identity corresponding to a group and the members of the group can respond.
8.1.X.2
Procedures

Editor’s note:
Describes the high-level operation, procedures and information flows for the solution.
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0. The discoverer UE obtains the authorized radio resource.
1. The discoverer UE starts ProSe Announcing on PC5 containing the target ProSe Application ID and a message type identifier which indicates this is model B discovery. The target ProSe Application ID could be identity of one group or particular UE.
2. When the discoveree detects the ProSe Announcing and the discoveree is the member of the target ProSe Application ID or owns the target ProSe Application ID, it uses the ProSe announce request procedure and starts announcing its ProSe Application Code obtained from the ProSe Function.
3. The discoverer UE uses the ProSe monitor and/or ProSe match procedures to discover the discoveree UE. 
8.1.X.3
Impact on Existing Entities and Interfaces

Editor's note:
Impacts on existing nodes or functionality will be added.
The discoverer UE broadcasts the target ProSe Application ID and a message type identifier.

The discoveree UE detects the ProSe Announcing and triggers the Mode A Discovery procedures.
No impact to network.
8.1.X.4
Solution Evaluation

Editor’s note:
The fulfilment of requirements in clause 4.2 will be evaluated. 
* * * End of Change * * *
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