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***** BEGIN 1st CHANGE *****
4.5
Service settings data management

An ICS UE supporting multimedia telephony shall manage the IMS multimedia telephony communication service settings data as specified in TS 24.173 [8].

For a UE not supporting multimedia telephony, the MSC Server enhanced for ICS may implement a communication service setting conversion function between CS signalling (e.g., as described in TS 24.010 [30]) and communication service setting procedures (e.g. as defined in TS 24.173 [8]); see also clause 7.6.2.9.

NOTE:
A downloadable application can enable a UE not supporting multimedia telephony to perform service data management.

For a UE not supporting multimedia telephony, if the MSC Server enhanced for ICS does not implement a communication service setting conversion function or if the UE is connected to an MSC server not enhanced for ICS, refer to clause 7.6.3.7.1.

Mechanisms that allow data to be synchronized between the HSS and the TAS when legacy CS signalling is used towards the HSS for service settings data management may be supported based on operator’s policy.
***** BEGIN 2nd CHANGE *****
7.6.3.7
User configuration of Supplementary Services

7.6.3.7.1
UE not supporting multimedia telephony

When using procedures as defined in TS 24.010 [30], and not using MSC Server enhanced for ICS, the following choices may be  applied based on operator’s policy:
· The service interrogation, activation, and deactivation can be prevented for services which are not provisioned for the subscriber in CS domain.
· The service interrogation, activation, and deactivation can be allowed by the CS network, and the HSS may synchronize data to IMS domain to ensure service consistency.
Note1: a downloadable application or other mechanisms can be used to manage IMS multimedia telephony communication service settings data as specified in TS 24.173 [8].




***** END CHANGE *****
