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Start of changes

U.1.3.4
eIMS-AGW (IMS Access GateWay enhanced for WebRTC)

The IMS-AGW enhanced for WebRTC (eIMS-AGW) is a standard IMS-AGW with the following additional mandatory characteristics and functions:

-
The eIMS-AGW shall support the media plane interworking extensions as needed for WICs.

-
The eIMS-AGW shall reside in the same network as the eP-CSCF.

-
The eIMS-AGW shall support media security of type "e2ae" (as specified in TS 33.328) for media protocols specific to WebRTC, including media consent, and DTLS-SRTP as key exchange mechanism for media components using SRTP.

-
The eIMS-AGW shall provide NAT traversal support including ICE

-
The eIMS-AGW may be used to perform any transcoding needed for audio and video codecs supported by the browser.

-
When GTT service is required, the eIMS-AGW shall perform transport level interworking between T.140 [87] over DataChannels and other T.140 transport options supported by IMS.

-
When MSRP is transported over the data channel, the eIMS-AGW shall act as an MSRP B2BUA between MSRP over DataChannels and the other MSRP transport options supported by IMS.

NOTE:
If CEMA extensions for transport-level interworking for MSRP are supported in IMS, the eIMS-AGW will also support this option.

-
When BFCP service is required for conference floor control and BFCP is transported over DataChannels, the eIMS-AGW shall perform transport level interworking between BFCP over DataChannels and other BFCP transport options supported by IMS.
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