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Abstract of the contribution: This contribution proposes to limit, at least for release 13, monitoring events to a single solution. 
Introduction

There has been discussion in the MONTE work so far to consider multiple solutions for each event to be monitored. This paper proposes that a single solution be selected for each event in release 13. 
Discussion

There are costs associated with each solution accepted in 3GPP. And this remains true for solutions to event monitoring. While there may be multiple solutions possible to monitor an event, it should be possible to evaluate those solutions during the TR phase of the work and select a single solution to monitor an event.

Every solution adopted will have associated costs, including:

· Cost of implementation,

· Cost of interoperability testing.

If two solutions are available for an event, implementation of both will be required to be able to satisfy network operators who may choose either approach. This doubles the cost of implementation. The cost of testing will be doubled as well, since each solution must be tested against the corresponding solution of each other vendor where interoperability may occur.

The choice of a single solution for release 13 reduces the initial cost and effort to create and deploy the ability to monitor the chosen set of events. 

Choice of a single solution also promotes interoperability across PLMNs for those events that may have an inter-PLMN aspect. 

If better solutions become possible in later releases, SA2 may consider them as well; however, for this release a single solution per event creates the greatest level of interoperability and the least cost.

PROPOSAL: It is proposed that a single solution be chosen per monitored event for release 13.

Conclusion

It is proposed to adopt a position in the evaluation phase of the TR work for the MONTE WID that a single solution will be selected per event subject to monitoring.
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