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Abstract of the contribution: The paper adds the re-negotiation method for TrFO after SRVCC.
1. Introduction
After eSRVCC, the ATGW may do transcoding if the selected codec for the target RAN is not same with the one used in origin IMS session. This paper proposes the re-negotiation method for TrFO after eSRVCC.
2. Proposal
It is proposed to add following text in 23.7xx.

**********************************************Start of Change***********************************************************

X.Y
Solution x: re-negotiation method after eSRVCC
X.Y.1
Overview

In the eSRVCC procedure, the selected codec for target RAN may not be the same one using in the origin IMS session. This leads the transcoding in the ATGW.
To avoid the thanscoding, the ATCF/ATGW can re-negotiate with remote end using the new codec.
X.Y.2
Procedure
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Figure X.Y.1-1: re-negotiation method after eSRVCC
1.
eSRVCC is performed. The session between UE and MSC, MSC and ATCF/ATGW uses the codec-B. The session between ATCF/ATGW and remote end uses the codec-A.
2, 3. ATCF/ATGW sends the Re-INVITE to remoted end using codec-B via SCC AS.

4, 5. The remote end accepts the offer.
If the remote end rejects the new offer with codec-B, the session will still use the codec-A between ATCF/ATGW and remote end. In this case, the transcoding is still required in the ATGW.
*********************************************End of Change****************************************************
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