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1st change

6.X
Traffic Steering Control
Information
6.X.1
General
The Traffic Steering control information comprises the information that is required to enable traffic steering for a detected application or service data flow. 
Table 6.x lists the information contained in traffic steering control policy, including the information name, and their corresponding information in PCC/ADC rule.
Table 6.x: Traffice Steering Control information
	Component of  traffic steering control information
	Corresponding information name of ADC rule 
	Corresponding information name of PCC rule 

	Rule Name
	ADC Rule Identifier (see note 1)
	Rule identifier (see note 2)

	Service Description
	Application Identifier 
or Service data flow list (see note 1)
	Service Data Flow Template (see note 2)

	Traffic steering policy identifier 
	Traffic steering policy identifier (see note 1)
	Traffic steering policy identifier (see note 2)

	Precedence
	Precedence (see note 1)
	Precedence (see note 2)

	NOTE 1:
The information definition refers to Table 6.8.
NOTE 2:
The information definition refers to Table 6.3.


6.X.2
Traffic Steering Control Operations
For traffic steering control at the PCEF, the PCC Rule operations described in the clause 6.3.2 apply.
For traffic steering control at the TDF and for traffic steering control at the TSSF, the ADC Rule operations described in the clause 6.8.2 apply.
End of changes

